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BURKART FOAM 1 %R e
NG NG CEj
MEMBER OF THE GMIO DEC PLASTIC GROUP - .

July 5, 1989

TSCA Document

Processing Center (TS-790), Office of
Toxic Substances, U. S. Environmental

Protection Agency, Room L-100, 401M
St., SW, Washington, D.C. 20460

Attention: 8(a) Reporting - C.A.I.R.

Dear Sir:

Please find enclosed C.A.I.R. reports for CAS # 026471-62-5 and
CAS # 584-84-9 for the Burkart Foam, Inc. Facility located at
36th & Sycamore - Cairo, I1. 62914

Sincerely,

BURKART FOAM, INC.

Jgéizétéyﬁff&25&4§;y¢”"““’
Bobby-C. Owens
Maintenance Manager .
BCO:bw o
SR
2
e =

BURKART FOAM, INC.

36TH AND SYCAMORE @ CAIRO, ILLINOIS 62914-1299
(618) 734-3911




ST R N T

SECTION 1 GENERAL MANUFACTURER, IMPORTER, AND PROCESSOR INFORMATION

PART A GENERAL REPORTING INFORMATION

1.01 This Comprehensive Assessment Information Rule (CAIR) Repofting Form has been

completed in response to the Federal Register Notice of..... {112] (C212) ((8l8]
: mo. ay year

a. If a Chemical Abstracts Service Number (CAS No.) is provided in the Federal

i — ——_ — O | Sr——

Register, list the CAS No. ..ccccccvsnoccnnancs [il]JL]JiIJL];L]_Ll'[:51:21'[3:1

b. If a chemical substance CAS No. is not provided in the Federal Register, list
either (i) the chemical name, (ii) the mixture name, or (111) the trade name of
the chemical substance as provided in the Federal Register. - '

(i) Chemical name as listed in the rule ...... N/A

(ii) Name of mixture as listed in the rule .... N/A

(1i1) Trade name as listed in the rule N/A

c. If a chemical category is provided in the Federal Register, report the name of -
the category as listed in the rule, the chemical substance CAS No. you are
reporting on which falls under the listed category, and the chemical name of the
substance you are reporting on vhich falls under the listed category.

Name of category as listed in the rule ......... N/A

CAS No. of chemical Substance .....ceeeeesesees (N JA1_1_1_1_1-1_] 1-1_1

Name of chemical SUDSEANCE ceveecrvsceancananaas N/A

1.02
cBI

Identify your reporting status under CAIR by circling the appropriate response(s).
MANUEACLUTEL cceccsesosscsascsassasesvsastsatssscssseassencssassssssesssasosossecscans 1
IMPOLLer .ueeeevocsasosasscsssasasnssssssscssssacecscanssssaces cesseccncsasesssess 2
PrOCESSOL cccscssctosscasessvsssscssassssnsossncans .................................(::)
X/P manufacturer reporting for customer who is a proééssor tesssasenn erecssessenns 4

X/P processor reporting for customer who 1S @ PrOCESSOL teeesevevecscccccansssssse I
& EPA-OTS

. AR

pD0b22903M

QO-g9000084 3

{1 Mark (X) this box if you attach a continuation sheet.
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1.03 Does the substance you are reporting on have an “x/p" designation associated vith it
in the above-listed Federal Register Notice?

St YeS Q...lIQ......"..'.......I.I..C.-..-I-O.C...I‘O..C‘C:C.. lz] GO to question 1004

—_ 1 Go to question 1.05

NO P U B PAGE TSP EPEP I PRI IV IR I BRSPS NSANNSEEIRTSLsCRs B [

1.04 a. Do you manufacture, import, or proéess the listed substance and distribute it
under a trade name(s) different than that listed in the Federal Register Notice?

Circle the appropriate response.

YeS ."‘"'.l‘I.'....?III............I-..O.Q.l..C.l.‘..l‘..CC...Q-‘l".......l‘.... 1

o0.----0.0.0.oocnol.l..--.--.c-...cccc...coo'c.--000000000.400'!0000....'--. 2

b. Check the appropriate box below:

(7] You have chosen to notify your customers of their reporting obligations

Provide the trade name(s) ....

] You have chosen to report for your customers

] You have submitted the trade name(s) to EPA one day after the effective
date of the rule in the Federal Register Notice under which you are
reporting.

1.05 If you buy a trade name product and are reporting because you were notified of your
reporting requirements by your trade name supplier, provide that trade name.

CBI
Trade Name .c.ceeececocccans Lupranate T80 Type] - Mondur TD-80

—

Is the trade name product a mixture? Circle the appropriate response.

Yes ------------- Csssssesesssnscna PR E R R R R E R R N T WA S I I A BRI S I A SR SN W R R N R R N R 1

...o.-noo'qoo‘oonoou-co. ------------- 4essscensvsnane LR I R N R cesos s s s sean 2

1.06 Certification -- The person who is responsible for the completion of this form must
sign the certification statement below:

Q
=~
bl

T "I hereby certify that, to the best of my knowledge and belief, all information
{__] entered on this form is complete and accurate."
' e ) e e
BObby »C, Owens_ /J/,/ aéd,‘/ (( /;-, /g_.r_.._/’ /7""55 “’gf/
NAME 7 SIGNATURE DATE SIGNED
Maintenance Manager (618 ) 734 - 3911 '

TITLE TELEPHONE NO.

[} Mark (X) this box if you attach a continuation sheet.
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1.07 Exemptions From Reporting -- If you have provided EPA or another Federal agency
. with the required information on a CAIR Reporting Form for the listed substance
CBI within the past 3 years, and this information is current, accurate, and complete
T for the time period specified in the rule, then sign the certification below. You
]} are required to complete section 1 of this CAIR form and provide any information
now required but not previously submitted. Provide a copy of any previous
submissions along with your Section 1 submission.

——

"I hereby certify that, to the best of my knowledge and belief, all required
information which I have not included in this CAIR Reporting Form has been submitted
to EPA within the past 3 years and is current, accurate, and complete for the time
period specified in the rule." :

N/A -
NAHE STGNATURE DATE SIGNED
' ( ) ,
T TITLE TELEPHONE NO. DATE OF PREVIOUS
SUBMISSION

1.08 CBI Certification -- If you have asserted ahy CBI claims in this report you must
' certify that the folloving statements truthfully and accurately apply to all of
those confidentiality claims which you have asserted.

Q
=]
-

"My company has taken measures to protect the confidentiality of the information,
and it will continue to take these measures; the information is not, and has not
-been, reasonably ascertainable by other persons (other than government bodies) by
using legitimate means (other than discovery based on a showing of special need in

a judicial or quasi-judicial proceeding) without my company’s consent; the
information is not publicly available elsewhere; and disclosure of the information
vould cause substantial harm to my company’s competitive position."

p—

N/A

NAME SIGNATURE DATE SIGNED

: ( ) -
TITLE TELEPHONE NO.

{1 Hark (X) this box if you attach a continuation sheet.
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PART B CORPORATE DATA

1.09 Facility Identification

s Y s Y aitn ¥ e, ¥ st © vt ¥ ovsssini, ¥ s T daamas © s

(] Address [Z1 61Tl Rl ) =l IS T IC iAo IR IEN 111 111 117)
Street
1SR I 0 =X Y G Y O T N D O G D X O I I
(TIL] (121013111711
State 2ip

Dun &. Bradstl‘eet Nl.lﬂlbet . IR RN REE NN NN BN NN NN - lzlzlﬂlzlzlzl-{zlzlzlzl

EPA ID Number «...ocececeecocnns teeevescananes ceeees J{TOITIOI LTI T B 71 0) 510
Employer ID Nuuber ..l,.'..'..l..""l.l'.."...'..‘...'.lzlzlzlzlzlzlzlzl-:gl
Primary Standard Industrial Classification (SIC) Code .. erereenieanees [ 3] 0l8 16}
other sIc Co_de ...CCCOOQC.Q.0.0-‘ ...... ® 9 ¢ 9 28 S 48 S B O S 999 s * 5 ¢ 44 dS e s [:l:]:l:]
Other sIc Code ....‘.."... ............. P9 % 6 & & &0 TS eSS0 se e 0.‘..00‘...[:]:‘:]:]

1.10 Company Headquarters Identification

s | e | e — — —— r—— ——_ fo— ——_ _ ——  — —  — | — s . _ ket | St | bt . | i | g At e e
—rt et i e e Ve e e Y

A — — — —— — _ — ekl | ottt | S | S | S — | ———n | oy | S— v o

e e ¥ e B e e Y e e e P e e e Tt T C s T e T s © ot

. Street
(IR TR ) I 1
city
G (e 1210111 4--1_ 111
State Zip
Dun & Bradstreet Number ...i.ceeciieeeccecccccscsas (o1 41-1 219 71-1_ 51 3] 4]l 2l
Employer ID Number ......... ceevacernecacenena ceteceaeae A.{ =] 110l 9l 8l 9l ol 3l

[:] Mark (X) this box if you attach a continuation sheet.
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Parent Company Identification

1.11
cBI Name [DIHIZIOI_I DI EICIoIRIZIZTITIVIEI _IEIRI 0l n)ulclTIsI 1]
(1 Address (212101 IS 1 IEIR )T IZ)alBIEl sl I IS TIRIELEI T 1711
' Street
(Z1F EJEI“_E@F_JElilzlif_lzl"_‘ljlil:l:1:13:1:1:1___1:1:1
Y .
(O1El (A58 81 711 111
State Zip
Dun & Bradstreet Number .....cececeeeaceee cesereses{0) 0115101 3)-16 12 16 12}
1.12 Technical Contact
cBI Name [BI0IEIEIYI 1 cl 1ol Wl EINITSI 1111111 1 111 1]
(1 Tiede (TN T Bl AN Cl B I 2 ) 2 e E TR I 0 1]
address (31 GTILI _IZI 1SS B m 0 R B 1)1 11717
o Street
(0 10 1 N0 0 N O R N S O D O N NG O G N Y O
City
(Zlzl  (Cel 2l el i gl--1_1_ 111
State Zip
Telephone Number ...... eeviecessacecaacas teeasens {E]E]_—_@]—[Z]EIZ]-{E]E}Z_]J—‘_I
1.13 This reporting year is from ..ceceveovieiecaacaaas {0181 [817)1tof{0]71 (818}
: Mo. Year Mo Year

{:] Mark (X) this box if you attach a continuation sheet.
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Facility Acquired —- If you purchased this facility during the reporting year,
provide the following information about the seller: y/an - .

— A | S— — — —— _ — —

Name of Seller [ 1 1111111111111 1111717
Mailing Address (111111011 ) 11T 0 T

e oo ¥ s ® e ¥ s ¥ et ¥ st € e € e

Street
[ Y O N YO Y N A O N N O N D O
City
(1) (11— 11
State Zip
Employer ID Number ...;.............;...;...............;...[::]::]::]::]::]::]::l::]
Date of Sale vccessoscacsssssncacanans Ceeteseccscnennanan SRR S DS T O D N O
: ‘ Mo. Day Year
Contact Person [:]:]:]:]:l:]:]:]:l:l:]:]:l:]:]:]:]:l:]:l:]:l:l
Telephone Number ....... teveseanscsanan cecereencas S O D S D DO N O S I

Q
=<
H

|

—

Facility Sold -- If you sold this facility during the reporting year, brovide the
following information about the buyer: w/a

Name of Buyer [ _J_1_J__1_1_ 11111 1 1111 1101

Mailing Address ()1 )} )10 1))V 11 Ty T 1

Street
S N Y 1O N N O N Y A N N N JO N N S
City
S T O T Y e O ) I
State Zip
Employer ID Number ......... ceenrecederetasesans ceeescasanas S D S S T S T
Date Of PUFChASE tvevevevecnnaanccannss e cececesenneeeaennanen S D O I I I O
Mo. Day Year
Contact Person [:l:l:]:l:l:l:l:]:l:l:l:l:]:l:l:l:l:l:]:l:i:]:l
Telephone Number .......cceevens teseceeseoseans S S TN DU S N T OO DO M

{1 Mark (X) this box i{f you attach a continuation sheet.
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1.16 For each classification listed below, state the quantity of the listed substance that
vas manufactured, imported, or processed at your facility during the reporting year.

cBI

__ Classification Quantity (kg/yr)
! .
Hanufactured CI.CCC.QICCICC....l.l.‘......ll“‘...l’.l;....'.‘.0..'.... ' N/A
' N/A

IlnpOI.'tEd IEXEEREENREEFNEEREREENENNRENNENNENENFIENFENERERINE NI SN I I W W NN RN W W I W W

" Processed (include quantity repackaged) ....ccciiiciiiciiiaciecncnncns ‘2,199,087

Of that quantity manufactured or imported, report that quantity:

In storage at the beginning of the reporting year ...cieeecevacceas N/A
For on-site use or procesSSing +.ccieeececcccaceccccccasvsaccsnnvan N/a

. Por direct commercial distribution (including export) .eeescecscees N/A
In storage at the end of the reporting year ..cecceeeececcacsnccces N/A

0f that quantity processed, report that quantity:

’In storage at the beginning of the reporting year .....ccveeeeeeee. 237,447
Procéssed as a reactant (chemical producer) ....eeeeeecececcaceaaa CN/A
Processed as a formulation component (mixture producer) ........ .o N/A _
Processed as an article component (article producer) .......... e 2,199,087
Repackaged (including eXport) cevieeeccercerecesscnnne tereecencas .o N/A
In storage at the end of the reporting year ..... cevassassen ceceaan 96,797

[_] Mark (X) this box if you attach a continuation sheet.
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PART C IDENTIFICATION OF MIXTURES

1.17 Mixture —- If the listed substance on which you are required to report is a mixture
or a component of a mixture, provide the following information for each component
chemical. (If the mixture composition is variable, report an average percentage of
each component chemical for all formulations.) '

- cBL
- | : 4 Average X
Composition by Weight
Component - Supplier (specify precision,
Name Lo : _Name. e.g., 452 + 0.5%)
N/A | -
Total T00%

(] Mark (X) this box if you attach a continuation sheet.
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Stafe the quantity of the listed substance that your facility manufactured, imported,

2.04
or processed during the 3 corporate fiscal years preceding the reporting year in
descending order. :

cBI

(:l Year ending ...C..l.‘.‘...I........'I'.....l....‘-......‘..’.-.'....‘ [E’zl [Elzl

. : Ho. Year
Quantity manufactured ..O..Il....l.‘Il...l.'.!l‘.......l.....ll. NA “
Quantity imported ..OO..“I.....ll.C...-..l.I.!.Cl...‘l'll..‘.‘ .N_‘A.. M
Quantity processed cdo--oc-.v.unu---.-..--o-oocc-----ooooo--occ 2,354,899 kg
Year endil‘g .........--....“..........‘.........'..--..'....‘-.'...... [Elzl [E]E]
‘Mo. Year
Quantity manufactured ..c.ccscecceirrccnaitioosrociariiosocnnne NA kg
Quantity imported ...cceccisscescacircccrsorirtonttcasancccnans NA kg
Quantity processed ....ccissescecccsrcnttosctrsaaccaratarscones 1,795,115 kg
Year ending. ..'l...l.’Il...'.‘l.l.l..-'.'....".-.li.l‘.‘Q‘..'l.‘.'Q‘ [EII] (E'z]
Mo. Year

Quantity manufactured ....cceieciccicececas cesesctasascecacsesacas NA kg
Quantity importEd s asssass sa e s escs s s e e s s et s e eR s R NA - kg
Quantity processed ....... “-'!.ll'..........l“'..‘I..l..'..ll 1'366,064 Q

2.05 Specify the manner in which you manufactured the listed substance. Circle all
appropriate process types. ' .

cBI |

(1 . N/A
Continuous process .....-. Ao ceeesscssacsan seecevesssstassessuanan 1
Semicontinuous Process ..ceessscaccscaas feeeeereccceseeesanccesacccaons essescecan (:)
Batch ProCeSS .eceicecsnnssasssoscscsrcacacoss teeseeseebecsnsansanertassecasnsecnons (3

[ 1 Mark (X) this box if you attach a continuation sheet.
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2.06 Specify the manner in vhich you processed the listed substance. Circle all

CBI  appropriate process types.

continuous procéss ..I.......II.C...l.l.....l........I-...'.IIIC.....I‘II‘.‘.'._...ll. 1
Semicontinuous procesé '....-.-...".‘.‘-....‘..l“..'.‘............".........I“Q.@

Bat(‘.h prOCQSS .o'....-ol.l-o-c--c.-c.-o‘OIOOQQICCD-OICCCO..OOOC.OCQCOCC..0.0.0--0..@

2.07 State your facility’s name-plate capacity for manufacturing or processing the listed
substance. (If you are a -batch manufacturer or batch processor, do not ansver this

CBI  question.)

(1l
HGHUfaCturiﬂg CapaCity IEEEEREENSNEENERRENERERENENENERENENENNENNXNN] N’/A kg/yr

Processing Capacity .cecceiecciersnccacrectcosecccccascnconnes U.K. kg/yr

2.08 If you intend to increase or decrease the quantity of the listed substance
manufactured, imported, or processed at any time after your current corporate fiscal
year, estimate the increase or decrease based upon the reporting year’s production

CBI volume. :

(1 ' Manufacturing Importing Processing
Quantity (kg) Quantity (kg) Quantity (kg)
Amount of increase N.A. N.A. N.A.
Amount of decrease N.A. N.A. N.A.

[::] Mark (X) this box if you attach a continuation sheet.
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2.09

cBI

—

For the three largest volume manufacturing or processing process types involving the
listed substance, specify the number of days you manufactured or processed the listed
substance during the reporting year. Also specify the average number of hours per
day each process type vas operated. (If only one or two operations are involved,
list those. )

Average
Days/Year Hours/Day

Process Type #1 (The process type involving the largest
quantity of the listed substance.)

Manufactured .<..ccieevvccccatccccsccccsnenas NA NA

Processed G B4 0 IIICISAagEOTOsEBITSSSSERLBSIEBTBSOETDN 260 5

Process Type #2 (The process type involving the 2nd largest
quantity of the listed substance.)

. Manufactured ...ccccccccccctrcccaccscrctcnan NA NA

Processed ..useessesssescsscscosasconccnsanna 260 14

Process Type #3 (The process type involving the 3rd largest
quantity of the listed substance.)

Manufactured ....... csessesecaaan ceesasasas . NA NA

Processed ..eeveveeviccascocatansasanae edecas NA NA

2.10
cBI

—_—

State the maximum daily inventory and average monthly inventory of the listed
substance that vas stored on-site during the reporting year in the form of a bulk
chemical.

Maximum daily inventory ........... ceesesrseraraciacenanns e N.A. kg

Average monthly inventory ....ccciveverirrcectircecetaccacanns N.A. kg

B

Mark (X) this box if you attach a continuation sheet.
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Related Product Types —- List any byproducts, coproducts, or impurities present with
the listed substance in concentrations greater than 0.1 percent as it is manufac-
tured, imported, or processed. The source of byproducts, coproducts, or impurities
means the source from which the byproducts, coproducts, or impurities are made or
CBI introduced into the product (e.g., carryover from raw material, reaction product,

- etc.)- . :
(1
: Source of By-
Byproduct, Concentration products, Co-
: Coproduct . (%) (specify + products, or
CAS No. Chemical Name or Impurity X precision) Inpurities
NA NA - - NA . NA CNA

'use the folloving codes to designate byproduct, coproduct, or impurity:

B = Byproduct
C = Coproduct
Impurity

g |
1]

[::] Hark (X) this box if you attach a continuation sheet.
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2.12 Existing Product Types -- List all existing product types which you manufactured,
imported, or processed using the listed substance during the reporting year. List
the quantity of listed substance you use for each product type as a percentage of the
total volume of listed substance used during the reporting year. Also list the

CBI quantity of listed substance used captively on-site as a percentage of the value

" listed under column b., and the types of end-users for each product type. (Refer to

{1 the instructions for further explanation and an example.) : - "

a. b. Ce d.

X of Quantity.
Manufactured, % of Quantity
L Imported, or Used Captively : 5
Product Types .- . Processed On-Site Type of End-Users
B 100 100 - I

luse the folloving codes to designate product types:

A = Solvent L = Moldable/Castable/Rubber and additives

B = Synthetic reactant M = Plasticizer

C = Catalyst/Initiator/Acceleratotr/ N = Dye/Pigment/Colorant/Ink and additives
Sensitizer 0 = Photographic/Reprographic chemical

D = Inhibitor/Stabilizer/Scavenger/ and additives ' ‘
Antioxidant ' P = Electrodeposition/Plating chemicals

E = Analytical reagent Q = Fuel and fuel additives

F = Chelator/Coagulant/Sequestrant R = Explosive chemicals and additives

G = Cleanser/Detergent/Degreaser S = Fragrance/Flavor chemicals

H = Lubricant/Friction modifier/Antivear T = Pollution control chemicals
agent - U = Functional fluids and additives

I = Surfactant/Emulsifier V = Metal alloy and additives

J = Flame retardant : V¥ = Rheological modifier

K = Coating/Binder/Adhesive and additives X = Other (specify)

*Use the following codes to designate the type of end-users:

I = Industrial CS = Consumer »

CM = Commercial H = Other (specify)

{1 Mark (X) this box if you attach a continuation sheet.
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2.13 Expected Product Types —- Identify all product types which you expect to manufacture,
import, or process using the listed substance at any time after your current
corporate fiscal year. For each use, specify the quantity you expect to manufacture,
import, or process for each use as a percentage of the total volume of listed -
substance used during the reporting year. Also list the quantity of listed substance

CBI used captively on-site as a percentage of the value listed under column b., and the

" types of end-users for éach product type.. (Refer to the instructfons for further

[T ] explanation and an example.) : ' ‘

a. b.. c. ' d‘
X of Quantity
* Manufactured, X of Quantity
. Imported, or Used Captively .
Product Types Processed On-Site Type of End-Users®
B 100 100 -I

e

the following codes to designate product types:

Use
A = Solvent L = Moldable/Castable/Rubber and additives
B = Synthetic reactant M = Plasticizer
C = Catalyst/Initiator/Accelerator/ N = Dye/Pigment/Colorant/Ink and additives
Sensitizer 0 = Photographic/Reprographic chemical
D = Inhibitor/Stabilizer/Scavenger/ and additives
Antioxidant P = Electrodeposition/Plating chemicals
E = Analytical reagent Q = Fuel and fuel additives
F = Chelator/Coagulant/Sequestrant R = Explosive chemicals and additives
G = Cleanser/Detergent/Degreaser S = Fragrance/Flavor chemicals
H = Lubricant/Friction modifier/Antiwear T = Pollution control chemicals
agent U = Functional fluids and additives
I = Surfactant/Emulsifier V = Metal alloy and additives
J = Flame retardant ¥ = Rheological modifier
K = Coating/Binder/Adhesive and additives X = Other (specify)

."Use the following codes to designate the type of end-users:

I = Industrial CS = Consumer
CH = Commercial H = Other (specify)

[::] Mark (X) this box if you attach a continuation sheet.

17




2 14 Final Product -- Complete the folloving table for each type of final product
manufactured, imported, or processed at your facility that contains the listed
substance other than as an impurity.

{

cBL

—

—

1

Product ‘I'ype1

A. b.

- Final Product’s

C. d.
Average X
Composition of '
Listed Substance Type of
in Final Product End-Users

Physical Form

N.A.

Other (specify)

L= Holdable/Castable/Rubber and additives

Plasticizer
Dye/Pigment/Colorant/Ink and additives
Photographic/Reprographic chemical
and additives
Electrodeposition/Plating chemicals
Fuel and fuel additives

Explosive chemicals and add1t1ves
Fragrance/Flavor chemicals

Pollution control chemicals
Functional fluids and additives

Metal alloy and additives

Rheoclogical modifier

Other (specify)

Crystalline solid

lyse the folloving codes to designate product types:

A = Solvent

B = .Synthetic reactant M=

C = Catalyst/Initiator/Accelerator/ N =
Sensitizer 0 =

D = Inhibitor/Stabilizer/Scavenger/
Antioxidant P e

E = Analytical reagent Q=

F = Chelator/Coagulant/Sequestrant R =

G = Cleanser/Detergent/Degreaser S =

H = Lubricant/Friction modifier/Antiwear T =
agent U=

I = Surfactant/Emulsifier V =

J = Flame retardant _ V=

K = Coating/Binder/Adhesive and additives X =

?yse the folloving codes to designate the final product’s physical form:

A = Gas F2 =

B = Liquid F3 = Granules

C = Aqueous solution F4 = Other solid

D = Paste G = Gel

E = Slurry H =

Fl1 = Povder

*Use the following codes to designate

CS = Consumer
= Other (specify)

I

CM = Commercial

= Industrial
H

the type of end-users:

{

Mark (X) this box if you attach a continuation sheet.
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2.15 Circle all applicable modes of transportation used to deliver bulk shipments of the .
CBI listed substance to off-site customers. yp .

A

] TEUCK covececeessnssaososaesssssssssssaseasssnosestessesresssosscastesttocitasans
RALICAT oeecvevsocrnenecsosocnasacsarasssecnssssosoccasocncasestuctossosencsosees
BArge, VeSSEL ccoceecsnscssessstscaasssteroaconstsesssrssssssncscasenncctarcnnans
Pipeline ......f..............a.....................a..........;.................

Plane l.ol..oo.cooo.oc.co-.c'.‘.co.o.o..o.c-c..oool‘.oacct-.tt.o'n..cO.nqttoooooo

other (SpeCifY) ‘ NA ‘ ooocoooq--:---u0-.00--.¢;000;t....

i

2.16 Customer Use -- Bstimate the quantity of the listed substance used by your customers
or prepared by your customers during the reporting year for use under each category
CBI of end use listed (i-iv).

—

Category of End Use

. Industrial Products

Chemical Or MIXTULE .coecveccccencsrsacccanssantscaccs NA kg/yr

ArtiCIE P TP E TR RS R R R R R R E N R RN R RN IR R RN IR AR A NA kg/yr

ii. Commér¢ia1 Products

NA

Chemical or MIXLULE ...cecvecncccvcrsancacennes cemsan kg/yr

AftiCIG ..l...'.'l.!.‘t..c‘l.l‘.‘.'l..‘cl..t‘.0.!“.. NA kg/yr

iii. Consumer Produéts

Chemical or mi‘xture ‘.'...I.;O...‘.C...‘..‘.l‘........ NA N kg/yt

ArtiCle TR R TR R N RN N E R RN R R RN LR R R RERRANSS. . NAA kgly:

iv. Other

Distribution (excluding export) ....cceececcccacaccas NA kg/yr

EXPOLt <eeecccccocnans Ceteetecsecscesantennnnns feeeaes NA kg/yr
Quantity of substance consumed as reactant .......... NA kg/yr
Unknown CUSLOMEL USES .eeevevsssossrscscssascsnss caees NA kglyr

{1 Mark (X) this box if you attach a continuation sheet.
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SECTION 3 .fROCESSOR RAV MATERIAL IDENTIFICATION

PART A GENERAL DATA

Specify the quantity purchased and the average pricé paid for the listed substance

3.01
for each major source of supply listéd. Product trades are treated as purchases.
CBI The average price is the market value of the product that was traded for the listed
—__ substance. :
1 : .
. Quantity Ayerage Price
Sourcé of Supply .. (kg) (S/kg)
: Yo e ea, ’ .
The listed substance vas manufactured on-site. . _NA . . __Na
The listed substance was-transferred from a :
different company site. v HA _NA
. approximately
The listed substance was purchased directly from 0.36-.42, fluc-
a manufactutrer or importer. 2,199,087 tnating with
“w o market conditio
The listed substance vas purchased from a
distributor or repackager. NA NA
The listed substance was purchased from a mixture
producer. : NA NA
3.02 Circle;all applicable modes of transportation used to deliver the listed substance to
CBI  your facility.
(1
Truck ....ll.l...ll...'l.‘..'..l..l'lll"..l.l'.. ...... l.(...CI.‘I..C..‘.G.-lll"‘. @
Railcar “.I..Q‘ICCI..".'..‘..’C...‘CQ.‘..O-I‘..C.........O.QQ.'I.I....I....‘......I @
Barge' v‘essel ...l.l.......'.....l.l...'..Ill‘l.'. ..... PEEEEEEEIE I I B B BN B I BRI B I 3
Pipeline .0.“; ..... .Q".‘..‘l....l.'.“‘...‘....O.‘.l-..Ill‘.l."‘. ...... LK B B B B BN B Y AN J a
Plane .Q.QI.....Q'..‘I...I.Ol.....ll...Oll."l.l"."IOCII..I.‘I...I...I'.Q‘...‘.. 5
Other (specify) _ tectsevesessecescsasene eeesesccccsan tiesee 6
(1]

Hark (X) this box if you attach a continuation sheet.
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3.03 a. Circle all applicable containers used to transport the listed‘substanceAto your
CBI facility. i

BAZS +ecssaccacecasssssesnccccsassscssasrssssnsesocnrrosscccscoscettsssoccsccee 1
BOXES woencnsosssssssscersssascsaaseosssscacscsotscsstssacssrsssscsssnsssssesasnces 2
Free standing tank cylinders seciecesceccancccciccsacrsosaccccsacsensccccacaees 3
Tank rail cars .;.............................................................{::)
Hopper cars ........«.%................-.............................;.:....... 5
Tank trucks ..........;...........;.‘..:,...{;.................;..............(::)

ﬂOpper tYUCkS .oouoo-o---oooc.oooooocccco-.cooc--o.o-o.oo.ooo--gociooooooo--.oo 7

Drums l!ccc-c0...0.‘.0-.-,.--‘0..0-.0..---ooocooco.o.-oqol..c‘dc;--c.oo.oo-ccOO‘I’

Pipeliﬂe EEEEEEEER XN RN NNENNNNENEERERXEEEEIEEER] assescsss00assace s0essBsgessanseRase e 9

Other (SpeCifY) -..-oo.oooocoqcooo-oc-----co-..o-ooq,....‘.loo.oolo

b. If the listed substance is transported in pressurized tank cylinders, tank rail
cars, or tank trucks, state the pressure of the tanks.

Tank cylinders .oeiecessasvrscecccsccsccsasssssasccccs csecescnces NA mmHg

NA

Tank rail cars --o-wdo-co.ctocolono-ooaooo-oon--.-oooq--oa;uccc- mmﬂg

Tank truckS cceeeseecccccccccccceccsscsscscsonscs cvssesaces ceess DA mmig

[::] Mark (X) this box if you attach a continuation sheet.
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PART B RAV HATERIAL IN THE FORM OF A MIXTURE

3.04 If you obtain the listed substance in the form of a mjxture, list the trade name(s)
of the mixture, the name of its supplier(s) or manufactyrer(s), an estimate of the

CBI average percent composition by weight of the listed substance in the mixture, and the
amount of mixture processed during the reporting year,

(I
_ Average
: X Composition Amount
Supplier or by Weight Processed
Trade Name Manufacturer (specify + X precision) : (kg/yr)
NA

v

(] Mark (X) this box if you attach a continuation sheet.
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PART C RAV MATERIAL VOLUME

3.05 State the quantity of the listed substance used as a raw material during the
CBI reporting year in the form of a class I chemical, class II chemical, or polymer, and
the percent composition, by weight, of the listed substance.

1

% Composition by
Veight of Listed Sub-

Quantity Used. " stance in Rav Material
(kg/yr) (specify + X precision)
Class I chemical . 2,199,087 | _ 100% * 1%
NA : ' L NA
NA _NA
Class II chemical A ' NA
NA NA
NA NA
Polymer . NA NA
NA NA
NA NA

{1 Mark (X) this box if you attach a continuation sheet.
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‘SECTION 4 PHYSICAL/CHEMICAL PROPERTIES

General Instructions:

If you are reporting on a mixture as defined in the glossary, reply to questions in Section
4 that are inappropriate to mixtures by stating "NA —- mixture.™

For questions 4.06-4.15, if you possess any hazard warning statement, label, MSDS, or other
notice that addresses the information requested, you may submit a copy or reasonable
facsimile in lieu of answering those questions which it addresses.

'PART.A PHYSICAL/CHEMICAL DATA SUMMARY

4.01 Specify the percent purity for the three major1 technical grade(s) of the listed
substance as it is manufactured, imported, or processed. Measure the purity of the
CBI substance in the final product form for manufacturing activities, at the time you
7 import the substance, or at the point you begin to process the substance.

(1

Manufacture Import Process
_ Technical grade #1 ' NA X purity NaA % purity 99.9 X purity
Technical grade #2 NA X purity NA X purity NA X purity
Technical grade #3 : NA % purity  NA v purity NA X purity

1Hajor = Greatest quantity of listed substance manufactured, imported or processed.

4.02 Submit your most recently updated Material Safety Data Sheet (MSDS) for the listed
substance, and for every formulation containing the, listed substance. If you possess
an MSDS that you developed and an MSDS developed by a different source, submit your
version. Indicate vhether at least one HSDS has been submitted by circling the
appropriate response.

{__] Mark (X) this box if you attach a continuation sheet.
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4.03 Submit a copy or reasonable facsimile of any hazard information (other than an HsbS)
that is provided to your customers/users regarding the listed substance or any )
formulation containing the listed substance. Indicate whether this information has

been submitted by circling the appropriate response.
Yes ....QIl‘.lI.O....C..III....C..."CIII....Q-ICC.‘.OI..0000"III..O...OOOO.OI..A.‘. 1

NO 1 9 8908000608600 00000060 000080080 d0e9¢000000000dPIttatacninsseiesonditasccctcsnscsacssase 2

4.04 For each activity that uses the listed substance, circle all the applicable number(s)
corresponding to each physical state of the listed substance during . .the activity
listed. Physical states for importing and processing activities are determined at
the time you import or begin to process the listed substance. Physical states for

a -
[+ ]
-

CBI manufacturing, storage, disposal and transport activities are determined using the

___ final state of the product.

{1

Physical State
Liquified

Activity Solid Slurry Liquid Gas Gas
Manufacture 7 1 2 3 4 5
Import 1 2 5 : 4 5
Process 1 2 (:i) 4 5
Store . 1 2 (:j) 4 5
Dispose 1 2 3 4 5
Transport 1 2 3 4 5

[} Mark (X) this box if you attach a continuation sheet.
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4.05 Particle Size — If the listed substance exists in particulate form during any of the
following activities, indicate for each applicable physical state the size and the
percentage distribution of the listed substance by activity. Do not include

- particles 10 microns in diameter. Measure the physical state and particle sizes for
importing and processing activities at the time you import or begin to process the

CBI 1listed substance. Measure the physical state and particle sizes for manufacturing

~ storage, disposal and transport activities using the final state of the product.

(1 .

Physical
State Manufacture Import Process Store Dispose Transport
Dust | » <1 micron NA NA NA NA S NA
1 to <5 microns " " n " _om "
5 to <10 microns " " " " " "
" " " "
Povder <1 micron " "
1 to <5 microns . " " n " " "
S to <10 microns u “ “ " " "
Fiber <1 micron ) " "
1 to <5 micréns " " " " u "
S to <10 microns # u " " u "
" " " " "
Aerosol <1 micron i

1 to <5 microns

11

" " " w "

5 to <10 microns

{] HMark (X) this box if you attach a continuation sheet.
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SECTION 5 ENVIRONMENTAL FATE

PART A RATE CONSTANTS AND TRANSFORMATION PRODUCTS

5.01 Indicate the rate constants for the following transformation processes.

a. Photolysis:

Absorption spectruﬁ coefficieﬁt (peak) .... U.K. (1/4 cm) at nn

Reaction quantum yield, 6 ....cevviecencees UK. at __* . nm

Direct photolysis_rate constant, kp, at ... U.X. l/hr . - latitude
b. Oxidation constants at 25°C: |

For 102 (singlet oxygen), K,  ceceecceccans U.K. ‘ " 1/M hr

For RO, (peroxy radical), k,, «ecocoecescese | U.K. 1/M hr
c. Five-day biochemical oxygen demand, BOD, ... U.K. mg/1

d. Biotransformation rate constant:

For bacterial transformation in wvater, k... U.K. 1/hr
Specify CULTULE eeceiecerscsosacescaosasans U.K.
e. iHydrolysis rate constants:
For base-promoted process, k; ....... casens U.K. 1/M hr
For acid-promoted process, K, cccccececcnss U.X, 1/M hr
For neutral Process, Ky seeeceneececccacees ‘ UK. 1/hr
_f. Chemical reduction rate (specify conditions) . U.X.
g. Other (such as spontaneous degradation) ... .U.K.

{1 Mark (X) this box if you attach a continuation sheet.
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PART B PARTITION COEFFICIENTS

5.02 a. Specify the half-life of the listed substance in the following media.

Media : - Half-life (specify units)
Groundvater ' U.K.
Atmosphere U.K.
) U.K.

Surface vater

Soil : U.K.

b. Identify the listed substance’s known transformation products that hdive a half-
life greater than 24 hours.

Half-life
CAS No. Name: (specify units) Hedia
U.K. U.K. U.K. in
in
in
in
5.03 Specify the octanol-water partition coefficient, K, «-- U.X. at 25°C
Method of calculation or determination‘................,
5.04 Specify the soil-vater partition coefficient, Ky ceevens U.K. at 25°%
Soil type ...... Ceetecterssessetcttcacaccseartesenonnan cee
5.05 Specify the organic carbon-water partition .
coefficient, K _ .....e.connaii..., ceteeas cetretenana U.K. at 25°C
5.06 - Specify the Henry’s Law Constant, H seeeececesencoennss U.K. atm-u’/mole

[ ] Hark (X) this box if you attach a continuation sheet.

36




5.07 List the bioconcentration factor (BCF) of the listed substance, the species for vhich
it vas determined, and the type of test used in deriving the BCF.

Bioconcentration Factor Species . Test!
Uu.k. U.K. . U.K.

luse the folloving codes to designate the type of test:

F = Flowthrough
S = Static

{1 Hark (X) this box if you attach a continuation sheet.
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6.04 Fbr each market listed ﬁelov, state the quantity sold and the total sales value of
CBI  the listed substance sold or transferred in bulk during the reporting year.

—

- Quantity Sold or Total Sales
Market Transferred (kg/yr) Value ($/yr)
Retail sales N.A. : N.A.
Distribution -- Wholesalers « : " .

Distribution —-_Retailers

Intra-company transfer

Repackagers " "

Mixture producers

Article préducers S : "

Other chemical manufacturers
Or processors

Exporters

Other (specify)

.
L1} "

6.05 Substitutes -- List all known commercially feasible substitutes that you know exist
for the listed substance and state the cost of each substitute. A commercially

, feasible substitute is one which is economically and technologically feasible to use

CBI in your current operation, and vhich results in a final product with comparable

performance in its end uses.

Substitute * Cost_($/kg)
U.K. ' U.K.

[::] Mark (X) this box if you attach a continuation sheet.
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SECTION 7 MANUFACTURING AND PROCESSING INFORMATION

General Instructions:

For questions 7.04-7.06, provide a separate response for each process block flow diagram
provided in questions 7.01, 7.02, and 7.03. Identify the process type from which the
information is extracted.

PART A MANUFACTURING AND PROCESSING PROCESS TYPE DESCRIPTION

7.01 In accordance with the instructions, provide a process block flow diagram showing the
major (greatest volume) process type involving the listed substance. -
CB1

[::] Process type .c.ccevee Flexible Slabstock Polyurethane Foam

See pg. 42a

{X] Mark (X) this box if you attach a continuation sheet.
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SECTION 7 MANUFACTURING AND PROCESSING INFORMATION

General Instructions:

For questions 7.04—7.06, provide a separate response for each process block flow diagram -
provided in questions 7.01, 7.02, and 7.03. Identify the process type from vhich the
information is extracted.

~ PART A MANUFACTURING AND PROCESSING PROCESS TYPE DESCRIPTION

7.01 In accordance with the instructions, provide a process block flow diagram showing the
major (greatest volume) process type involving the listed substance.
CBI

[] Process type ...... e Rebond Carpet Pad Manufacturing

See pg. 42c

[§§] Mark (X) this box if you attach a continuation sheet.
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In accordance with the instructions, provide a process block flow diagram showing all
process emission streams and emission points that contain the listed substance and
vhich, if combined, would total at least 90 percent of all facility emissions if not
treated before emission into the environment. If all such emissions are released
from one process type, provide a process block flow diagram using the instructions
for question 7.01. 1If all such emissions are released from more than one process
type, provide a process block flow diagram showing each process type as a separate
block.

Process type .ecsoees Flexible Slabstock Polyurethane Foam Manufacturing

See pg 44a

(X1

Mark (X) this box if you attach a continuation sheet.
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In accordance with the instructions, provide a process block flow diagram showing all

process emission streams and emission points that contain the listed substance and

wvhich, if combined, would total at least 90 percent of all facility emissions {f not
treated before emission into the environment. If all such emissions are released
from one process type, provide a process block flow diagram using the instructions
for question 7.01. If all such emissions are released from more than one process
type, provide a process block flow diagram showing each process type as a separate

block.

Process type .c.cecee Rebond Carpet Pad Manufacturing

See pg 44c

(x1

Mark (X) this box if you attach a continuation sheet.
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process type.

Unit
Operation
ID
Number

7.10

7.11

ZetLA
7.12

7.14
7.15

7.21

7.22

] Process type ...cc.en

process block flow diagram(s).

Flexible Slabstock Polyurethane

Describe the typical equipment types for each unit operation identified in your
If a process block flow diagram is provided for more

than one process type, photocopy this question and complete it separately for each

Foam Maﬁufacturihg

Typical
Equipment

Type °

Poly Bulk Tanks

TDI Bulk Tanks

Pump

Pump

TDI Process Tank

Polyol and other

. process tanks

Pump

pUMPp

Pump

Heat Exchanger

Flow Meter

Heat Exchanger
Flow Meter
Mixing Head .
Reaction Zone
Conveyor System
Heat Bank

Cut Off Saw

Hot Foam Curing
System

Operating
Temperature
Range (°C)
amhient
ambient
ambient + 3.24c

21-27
17-27
17-27
WY
17-27
17-27

NA
17-27
21
ambient
ambient
ambient
127

ambient

127

Operating
Pressure
Range

(mm Hg)
atmospheric
atmo ic

3103

2844

310
—3l0
2327-2844

2/00
25-62,000

2327-2844
NA

2327-2585
2069
25~-62,000
atmospheric
atmospheric
atmospheric

NA

5172

Vessel

Composition

steel

—=steel

3l6ss-
cast iron
carbon steel

_steel .

cast iron
36 S5
carbon steel

_3léss |
NA

316ss
SS & Glass
steel
SS Steel
steel
alum. heater

steel covers
NA

galvanized
sheet metal

[><] Mark (X) this box if you attach a continuation sheet.
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7.04 Describe the typical equipment types for each unit operation identified in your
process block flow diagram(s). If a process block flow diagram is provided for more
than one process type, photocopy this question and complete it separately for each
process type.

[] Process type ........ _Rebond Carpet Pad Manufacturing

Unit ‘ Operating
Operation Typical Operating Pressure
ip Equipment Temperature Range Vessel
Number _Type " Range (°C) {mm Hg) Composition
7.1 Adhesive Tank ambient atmospheric steel
7.3 : Pump ambient _2068-2844 carbon steel
 N# WA NA _ Na —NA_
7.6 . Blender ambient 155 - cold roll
steel
7.10 Pre Chopper ambient NA cold roll
steel
7.9 & 7.11 Granulatox ambient —NA —_cold roll |
steel
7.14 " _Compression Mold 127 — 259 —steel
7.17 Peelerx ambient __Na —steel
7.18 Laminator 204-232 atmospheric steel

[::] Mark (X) this box if you attach a continuation sheet.
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7.05 Describe each process stream identified in your process block flow diagram(s) If a
. process block flow diagram is provided for more than one process type, photocopy this
question and complete it separately for each process type.

CBI
i::] Process type ........ Flexible Slabstock Polyurethane Foam Manufacturing
Process
Stream
ID Process Stream . L Stream
Code Description Physical State Flow (kg/yr)
w, 70, 7P, 7Q -Polyol OL 4,004,489
7R, .
7H, 71, 73, 734 TDI OL 2,158,931
74'/ 7L, ™
7P, 79, 7R, Water, Tin, Amine, Freon,
Silicone, Rigment, Methylene
Chloride : Qr. 747,954
7%, 7Aﬁ; 7CcC, Polyurethane Foam SO 6,556,075

70D, 7EE, 7GG,7H#H

lUse the following codes to designate the physical state for each process stream:

GC = Gas (condensible at ambient temperature and pressure)

GU = Gas (uncondensible at ambient temperature and pressure)

SO0 = Solid

SY = Sludge or slurry

AL = Aqueous liquid

OL = Organic liquid

IL = Immiscible liquid (specify phases, e.g., 90X vater, 10X toluene)

<] Mark (X) this box if you attach a continuation sheet.
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7.05 Describe each process stream identified in your process block flow diagram(s). 1If a
. process block flow diagram is provided for more than one process type, photocopy this
question and complete it separately for each process type.

CBI
{__] Process type ........ _ Rebond Carpet Pad Manufacturing
Process
Stream
ID Process Stream L Stream
Code Description Physical State _Flow (kg/yr)
7E, 7F, 70  Binder : Polyol & , OL 100,391
TDI : OL 40,156
JH, 73, 7K, 7L Scrap Foam . SO 1,264,923
™, 70
7R, 7S, 1T Rebond Carpet Pad S0 1,405,470

lyse the following codes to designate the physical state for each process stream:

GC = Gas (condensible at ambient temperature and pressure)

GU = Gas (uncondensible at ambient temperature and pressure)

SO0 = Solid '

SY = Sludge or slurry

AL = Aqueous liquid

OL = Organic liquid

IL = Immiscible liquid (specify phases, e.g., 90X water, 10X toluene)

[::] Mark (X) this box if you attach a continuation sheet.
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7.06 Characterize each process stream identified in your process block flow diagram(s).
If a process block flow diagram is provided for more than one. process type, photocopy
this question and complete it separately for each process type. (Refer to the

CBI  instructions for further explanation and an example.)

[::] Process type ........ Flexible Slabstock Polyurethane Foam Manufacturing
a. b. c. d. e.
Process Concen- 2.3 Other _Estimated
Stream L trations™’ Expected Concentrations
ID Code Known Compounds (¥ or ppm) Compounds (X or ppm)
™ Polyol 100% (E} NA NA
7H TDI 100% (E) NA NA
7NN Additive Package #1 NA NA NA

7.06 continued below

7T Polyol, TDI, Additive
Package #1 1002 (E) NA NA
72 Polyurethane Foam 100% (E) NA NA

[ ] HMark (X) this box if you attach a continuation sheet.
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7.06 Characterize each process stream identified in your process block flow diagram(s).
If a process block flow diagram is provided for more than one. process type, photocopy
this question and complete it separately for each process type. (Refer to the

CBI instructions for further explanation and an example.)

[::] Process type ...ecees Rebond Carpet Pad Manufacturing
a. b. CC . d‘ » e.
Process . , Concen- 5 Other Estimated
Stream L trations®’ Expected Concentrations
ID Code Known Compounds (X or ppm)  Compounds (% or ppm)
7E Polyol 1003 NA NA
TDI 100% NA ._NA
TH, 73 Scrap Foan 100% NA NA
7R Carpet Padding 100% NA& NA

7.06 continued below

[::] Mark (X) this box if you attach a continuation sheet.
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7.06 (continued)

lpor each additive package introduced into a process stream, specify the compounds
that are present in each additive package, and the concentration of each component.
Assign an additive package number to each additive package and list this number in
column b. (Refer to the instructions for further explanation and an example.
Refer to the glossary for the definition of additive package.)

Additive Components of Concenttations
Package Number Additive Package (X or ppm)
1 ’ ) Tincatalyst 100%
| Amine catalyst 100%
Silicone : 100%-
Water 100%
Fire Retardants 100%
Pigments - 100%
- Freon II | 100%
Methylene Chloride 100%
2 NA NA
3 NA NA
*Use the following codes to designate how the concentration was determined:
A = Analytical result
E = Engineering judgement/calculation
*Use the following codes to designate how the concentration was measured:
'V = Volume
V = Veight

31 Mark (X) this box if you attach a continuation sheet.
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7.06 (continued)

1Por each additive package introduced into a process stream, specify the compounds
that are present in each additive package, ‘and the concentration of each component.
Assign an additive package number to each additive package and list this number in
column b. (Refer to the instructions for further explanation and an example.
Refer to the glossary for the definition of additive package.)

Additive Components of ' Concentrations
Package Number Additive Package (X or ppm)
1 ) ) NA NA
2 NA NA
3 NA NA
4 NA NA
5 NA NA

*Use the folloving codes to designate how the concentration was determined:

A
E

Analytical result
Engineering judgement/calculation

nou

3 : . .
Use the following codes to designate how the concentration was measured:

v
v

Volume
Veight

[::] Mark (X) this box if you attach a continuation sheet.
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PART A RESIDUAL TREATMENT PROCESS DESCRIPTION

8.01 In accordance with the instructions, provide a residual treatment block flow diagram
which describes the treatment process used for residuals identified in question 7.01.

cBI

[——] PrOCESS LYPE eeeeevnes Flexible Slabstock Polyurethane Foam

See Residual Treatment Flow Diagram, pg. 50a

[}g] Mark .(X) this box if you attach a continuation sheet.
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PART A RESIDUAL TREATMENT PROCESS DESCRIPTION

8.01 1In accordance with the instructions, provide a residual treatment block flow diagram
which describes the treatment process used for residuals identified in question 7.01.
CBI :

[ ] Process type ......... _ Rebond Carpet Pad Manufacturing

See Residual Treatment Flow Diagram, page 50c

[§§] Mark (X) this box if you attach a continuation sheet.
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PART B RESIDUAL GENERATION AND CHARACTERIZATION

8.05

Characterize each process stream identified in your residual treatment block flow
diagram(s). If a residual treatment block flow diagram is provided for more than one
process type, photocopy this question and complete it separately for each process
type. (Refer to the instructions for further explanation and an example.)

Process type ..ovocacee Flexible Slabstock Polyurethane Foam

a. b. c. d. e. f. g.
Physi¢al Estimated
Stream Type of State Concentra- Other Concen-
1D Hazardous of 5 Known ) tion§ gzsor Expected trations
Code Vaste Residual Compounds ppm) ‘7’ Compounds (X or ppm)

711 T GU TDI UK NA NA

7KK T . GU TDI UK NA NA

(2) (V) (1)
rAY T GU TDI below detection NA NA
limit

Freon-11 NA NA

Methylene Chloride NA NA

7Y T GU TDI BDL (Aa) ) (1) NA NA

Freon-11. NA NA

Methylene Chloride NA NA

.continued below

Mark (X) this box if you attach a continuation sheet.
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8.05 (continued)

3For each additive package introduced into a process stream, specify the compounds
that are present in each additive package, and the concentration of each component.
Assign an additive package number to each additive package and list this number in
column d. (Refer to the instructions for further explanation and an example.
Refer to the glossary for the definition of additive package.)

Additive Components of Concentrations
Package Number Additive Package (¥ or ppm)

1 : NA : NA

Use the following codes to designate how the concentration was determined:
A = Analytical result
= Engineering judgement/calculation

8.05

continued below

Mark (X) this box if you attach a continuation sheet.
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8.05 (continued)

Use the following codes to designate how the concentration was measured:

Volume
Weight

v
v

6Specify the analytical test methods used and their detection limits in the table
below. Assign a code to each test method used and list those codes in column e.

Detection Limit

Code Method (+ ug/l)
1 Color Detector Tube v 6.02 - 0.2ppm
2

3

A

2

6

{1 Hark (X) this box if you attach a continuation sheet.
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PART B RESIDUAL GENERATION AND CHARACTERIZATION

8.05 Characterize each process stream identified in your residual treatment block flow
diagram(s). If a residual treatment block flow diagram is provided for more than one
process type, photocopy this question and complete it separately for each process

CBI  type. (Refer to the instructions for further explanation and an example.)

[ ] Process type cccevenss Rebond Carpet Pad Manufacturing

a. b. c. d. e. f. V g.
Physieal . Estimated
Stream Type of State Concentra- Other Concen-
ID Hazardous of , Known 5 tion; gzsor Expected trations
Code Waste Residual Compounds ppm) "7 Compounds (X or ppm)

70 T G4 TDI _BDL (A) (V) (1) NA NA

8.05 continued below

[ 1 Hark (X) this box if you attach a continuation sheet.
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8.05 (continued)

*For each additive package introduced into a process stream, specify the compounds
that are present in each additive package, and the concentration of each component.
Assign an additive package number to each additive package and list this number in
column d. (Refer to the instructions for further explanation and an example.
Refer to the glossary for the definition of additive package.)

Additive Components of Concentrations
Package Number Additive Package (X or ppm)

1 . NA NA

Use the following codes to designate how the concentration was determined:

= Analytical result
E = Engineering judgement/calculation

8.05 continued below

I::] Mark (X) this box if you attach a continuation sheet.
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8.05 (continued)

SUse the following codes to designate how the concentration was measured:

v
v

Volume
Weight

(1|

6Specify the analytical test methods used and their detection limits in the table.
below. Assign a code to each test method used and list those codes in column e.

Detection Limit

Code Method ' (£ ug/l)

1 Color Detector Tubes "0.02 - 0.2ppm
2

3

4

5

6

[::] Mark (X) this box if you attach a continuation sheet.
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8.06 Characterize each process stream identified in your residual treatment block flow
diagram(s). If a residual treatment block flow diagram is provided for more than one
process type, photocopy this question and complete it separately for each process
type. (Refer to the instructions for further explanation and an example.)

Q
== ]
-

[T ] Process type ceseecees Flexible Slabstock Polyurethane Foam Manufacturing

a. b. . C. d. e. f. g.
. Costs for
Stream Vaste Management Residual Management 0ff-Site Changes in
ID Description Metho Quantities of Residual (¥) Management Management
Code Code Code (kg/yr) On-Site Off-Site  (per kg) Methods
711 B9l Mba - J] NA NA NA - NA
7KK B9l M5a i) NA NA NA : NA
v Bol M5a 35,541 NA NA NA NONE
7Y B9l M5a 319,865 NA NA NA NONE

'Use the codes provided in Exhibit 8-1 to designaté the vaste descriptions
’yse the codes provided in Exhibit 8-2 to designate the management methods

[ 1 Mark (X) this box if you attach a continuation sheet.
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8.06

Q
==}
pasr)

|

Characterize each process stream identified in your residual treatment block flow
diagram(s). If a residual treatment block flow diagram is provided for more than one
process type, photocopy this question and complete it separately for each process
type. (Refer to the instructions for further explanation and an example.)

Process type ceocceecase _ Rebond Carpet Pad Manufacturing
a. b. c. d. e. f. €.
. Costs for
Stream Waste Management  Residual Management Off-Site Changes in
ID Description Hethog Quantities of Residual (%) Management Management
Code Code Code (kg/yr) On-Site Off-Site _(per kg) Methods
70 B9l M5a- 3.12 NA NA NA - NA

'Use the codes provided in Exhibit 8-1 to designaté the waste descriptions

*Use the codes provided in Exhibit 8-2 to designate the management methods

(

Mark (X) this box if you attach a continuation sheet.
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8.22 Describe the combustion chamber design‘patameters for each of the three largest
(by capacity) incinerators that are used on-site to burn the residuals 1dent1fied in
CBI  your process block or residual treatment block flow diagram(s).

[ 1 Combustion Location of Residence Time
T ‘Chamber Temperature In Combustion
Temperature (°C) Moni tor Chamber (seconds)
Incinerator Primary Secondary Primary Secondary .. Primary Secondary
1 N/A
2 N/A
3 N/A

Indicate if Office of Solid Waste survey has been submitted in lieu of response
by circ11ng the appropriate response.

Yes “Ss s 0P v ensnnaae LA E R R RN R R N N N N R R R LI SR Y 1

NO te s s errensare 24RO LLIIRLAGIIrSIT I IEIESI LTSI RILES *es s scsesns 0.000--..-0------.1..@

~ 8.23 Complete the following table for the three largest (by capacity) incinerators that
are used on-site to burn the residuals identified in your process block or residual
CBl treatment block flow diagram(s).

[ Types of
Air Pollution1 Emissions Data
Incinerator ' Control Device Available
1 N/A N/A
2 . N/A . N/A
3 N/n N/A

Indicate if Office of Solid Waste survey has been submitted in lieu of response
by circling the appropriate response.

Use the following codes to designate the air pollution control device:

Scrubber (include type of scrubber in parenthesis)
Electrostatic precipitator :
Other (specify)

o n
mouon

[::] Mark (X) this box if you attach a continuation sheet.
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PART A EMPLOYMENT ANDVPOTENTIAL EXPOSURE PROFILE

9.01 Mark (X) the appropriate column to indicate whether your company maintains records on
the following data elements for hourly and salaried workers. Specify for each data
element the year in vhich you began maintaining records and the number of years the

CBI records for that data element are maintained.  (Refer to the instructions for further

explanation and an example.)

Data are Maintained for: Year in Which Number of

Hourly Salaried Data Collection Years Records

Data Element Vorkers Workers Began Are Maintained
Date of hire X X 1965 - . 24 yrs,
Age at hire X X 1965 .24 ‘

Work history of individual
before employment at your

facility X X 1965 24
Sex X X 1965 24
Race X X 1965 24
Job titles X X 1965 24
Start date for each job |

title P X | 1965 24
End date for each job title X % 1965 24
Vork area industrial hygiene

monitoring data X X 1965 24
Personal employee. monitoring )

data NA NA NA NA
Employee medical history X X 1965 24
Employee smoking history NA NA NA NA
Accident history X X 1965 >4
Retirement date X X - 1965 24
Termination date X X | 1965 24
Vital status of retirees NA | NA NA NA
Céuse of death data NA NA NA NA

[::] Mark (X) this box if you attach a continuation sheet.
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9.02 In accordance with the instructions, complete the following table for each activity

cBL

I

in which you engage.

Activity

Manufacture of the
listed substance

On-site use as
reactant

On-site use as
nonreactant

On-site preparation
of products

b.

Process Category

Enclosed
Controlled Release
Open

Enclosed

Controlled Release:

Open

Enclosed
Controlled Release
Open

Enclosed
Controlled Release

Open

c. d. e.
Yearly Total Total
Quantity (kg) Vorkers Vorker-Hours
NA NA NA
-NA NA NA
| NA NA NA
NA NA NA
2,199,087 21 62,400
NA NA NA
‘NA NA NA
NA NA NA
NA NA NA
NA NA NA
NA NA NA
NA NA NA

[

Mark (X) this box if you attach a continuation sheet.

89




9.03 Provide a descriptive job title for each labor category at your facility that
encompasses workers who may potentially come in contact vith or be exposed to the
listed substance.

CBI
(1 , <
Labor Category -~ Descriptive Job Title
A Foam Machine Operator (fah. plastics prod. )
B Process Area Supervisor (plastics mat.)
v Laborer, General (plastics mat.)
D Molder, Foam Rubber
E
F
G
H
I
J

[ 1 Hark (X) this box if you attach a continuation sheet.
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9,04 In accordance with the instructions, provide your process block flow diagram(s) and
indicate associated vork areas.

g

Flexible Slabstock Polyurethane Foam

|

] Process type .......
' See Work Area Diagram, pg 9la

(:] Mark (X) this box if you attach a continuation sheet.
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9.04 In accordance with the instructions, provide your process block flow diagram(s) and
indicate associated work areas.

¢8I

[""] Process typé cesenas Rebond Carpet Pad Manufacturing

See diagram, pg. 91c

[ ] Mark (X) this box if you attach a continuation sheet.

91y




g

pa—

||

Describe the various work area(s) shown in question 9.04 that encompass workers who
may potentially come in contact with or be exposed to the listed substance. Add any
additional areas not shown in the process block flow diagram in question 7.01 or
7.02. Photocopy this question and complete it separately for each process type.

Process type ....... Flexible Slabstock Polyurethane Foam Manufacturing

Work Area ID Description of Work Areas and Vorker Activities
‘PumpingAsystems,,foam machine controls, cut-oII saw — .
1 foam machine crew operates controls, saw operator runs saw.
2 - Process tapnk room — foam machine é¢rew monitors flow.

Foam handling and curing - crane operator and helpeérs stack
3 fresh buns. )

_ Foam storage, coating, converting, shipping - foam conversion
4 crew cnts foam to customers specifications.

[

I

Hark (X) this box if you attach a continuation sheet.
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9.05

Describe the various work area(s) shown in question 9.04 that encompass workers who
may potentially come in contact with or be exposed to the listed substance. Add any
additional areas not shown in the process block flow diagram in question 7.01 or
7.02. Photocopy this question and complete it separately for each process type.

Process type ..ccee. Rebond Carpet Pad Manufacturing

Vork Area ID Description of Work Areas and Worker Activities
Pumping & blending equipment, foam shredding, rebond process .
1 _ equipment - operator runs shredder, rebond crew operates rebond
- gystem. =

Rebond peeler, laminator & storage area - operators run peeler

> . B . .
2% and laminator, production workers package, etc,

No exposure in this area

P

=~y

-

{

1

Mark (X) this box if you attach a continuation sheet.
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9.06 Complete the following table for each work area identified in question 9.05, and for
each labor category at your facility that encompasses workers who may potentially
come in contact with or be exposed to the listed substance. Photocopy this question

CBI and complete it separately for each process type and work area.

[—_] Process type ....... Flexible Slabstock Polyurethane Foam Manufacturing
VOorK @rea (.i..iieiioacanoseensccancansasiacsacssonssnsa 1
Mode Physical Average Number of
Number of of Exposure State of Length of Days per
Labor Workers (e.g., direct Listed Exposur Year
Category Exposed . skin contact) Substance Per Day Exposed
A 4 inhalation GU D 260
B 2 inhalation GU D 260

lUse the following codes to designate the physical state of the listed substance at
the point of exposure:

GC = Gas (condensible at ambient SY = Sludge or slurcy
temperature and pressure) AL = Aqueous liquid

GU = Gas (uncondensible at ambient OL = Organic liquid
temperature and pressure; IL = Immiscible liquid
includes fumes, vapors, etc.) (specify phases, e.g.,

S0 = Solid 90% water, 10% toluene)

‘Use the followving codes to designate average length of exposure per day:

A = 15 minutes or less D = Greater than 2 hours, but not
B = Greater than 15 minutes, but not exceeding 4 hours

exceeding 1 hour E = Greater than 4 hours, but not
C = Greater than one hour, but not - exceeding 8 hours

exceeding 2 hours F = Greater than 8 hours

(X:] Mark (X) this box if you attach a continuation sheet.
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Complete the following table for each work area identified in question 9.05, and for
each labor category at your facility that encompasses workers who may potentially
come in contact with or be exposed to the listed substance. Photocopy this question
and complete it separately for each process type and work area.

Process type <« .ec.. Flexible Slabstock Polyurethane Foam Manufacturing

WOLK Ar@a veeweeaeeccesscosccoassascsasceannsns

cesanes 2

‘ Mode Physical Average Number of
, Number of of Exposure State of Length of Days per
Labor Vorkers (e.g., direct Listed Exposurg Year
Category Exposed * - skin contact) Substance Per Day Exposed
2 4 inhalation GU B 260
B 2 inhalation GU A 260

lyse the following codes to- designate the phys
the point of exposure: ,

GC = Gas (condensible at ambient . SY
temperature and pressure) AL

GU = Gas (uncondensible at ambient OL
temperature and pressure; IL
includes fumes, vapors, etc.)

S0 = Solid

Use the following codes to designate average

A = 15 minutes or less D =

B = Greater than 15 minutes, but not
exceeding 1 hour E =

C = Greater than one hour, but not ’
exceeding 2 hours F =

ical state of the listed substance at

Sludge or slurry
Aqueous liquid

Organic liquid
Immiscible liquid
(specify phases, e.g.,
90% water, 10% toluene)

oanonon

length of exposure per day:

Greater than 2 hours, but not
exceeding 4 hours

Greater than 4 hours, but not
exceeding 8 hours

Greater than 8 hours

(—x1

Mark (X) this box if you attach a continuation

sheet.
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Complete the following table for each work area identified in question 9.05, and for
each labor category at your facility that encompasses workers who may potentially
come in contact with or be exposed to the listed substance. Photocopy this question
and complete it separately for each process type and wvork area. '

Process type ....... Flexible Slabstock Polyurethane Foam Manufacturing

Vork area ..... ceeceeeaaan ceeans ceceaan tesessaaneanes 3
7 Mode Physical Average ~ Number of
_ Number of of Exposure State of Length of Days per
Labor Vorkers (e.g., direct Listed . Exposur Year
Category Exposed * - skin contact) = Substance Per Day Exposed
c o NA | NA N NA
B Q NA NA NA i NA

lyse the folloving codes to designate the physical state of the listed substance at
the point of exposure:

GC = Gas (condensible at ambient . SY = Sludge or slurry
temperature and pressure) AL = Aqueous liquid

GU = Gas (uncondensible at ambient OL = Organic liquid
temperature and pressure; IL = Immiscible liquid
includes fumes, vapors, etc.) (specify phases, e.g.,

S0 = Solid 90% water, 10X toluene)

Use the following codes to designate average length of exposure per day:

A = 15 minutes or less D = Greater than 2 hours, but not
B = Greater than 15 minutes, but not exceeding 4 hours

exceeding 1 hour E = Greater than 4 hours, but not
C = Greater than one hour, but not " exceeding 8 hours

exceeding 2 hours F = Greater than 8 hours

[x]

Mark (X) this box if you attach a continuation sheet.

93




9.06 Complete the following table for each work area identified in question 9.05, and for
each labor category at your facility that encompasses workers who may potentially
come in contact with or be exposed to the listed substance. Photocopy this question

CBI and complete it separately for each process type and wvork area.

[ ] Process type ....... Flexible Slabstock Polyurethane Foam Manufacturing

WOLK GQLE3 veveansenssacaccasoncesasnsssnansnss

teeveae 4

| ' ' Mode Physical Average ~ Number of
_ Number of of Exposure State of Length of Days per
Labor Vorkers (e.g., direct Listed Exposurg Year
Category Exposed * - skin contact) Substance Per Day Exposed
C 0 NA NA NA NA
B 0 NA NA NA " NA

lyse the following codes to designate the phys
the point of exposure:

GC = Gas (condensible at ambient SY
temperature and pressure) AL

GU = Gas (uncondensible at ambient oL
temperature and pressure; . 1L
includes fumes, vapors, etc.)

S0 = Solid

*Use the followving codes to designate average

A = 15 minutes or less D =

B = Greater than 15 minutes, but not
exceeding 1 hour E =

C = Greater than one hour, but not )
exceeding 2 hours F =

ical state of the listed substance at

Sludge or slurry
Aqueous liquid

Organic liquid
Immiscible liquid
(specify phases, e.g.,
90% water, 10% toluene)

B

o

length of exposure per day:

Greater than 2 hours, but not
exceeding 4 hours

Greater than 4 hours, but not
exceeding 8 hours

Greater than 8 hours

{X ] Hark (X) this box if you attach a continuation

sheet.
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9.06 Complete the following table for each work area identified in question 9.05, and for
each labor category at your facility that encompasses workers who may potentially
come in contact vith or be exposed to the listed substance. Photocopy this question

CBI and complete it separately for each process type and wvork area.
[::l Process type .;..... Rebond Carpet Pad Manufacturing
WOIK 8L@A ccceveiereacsasenssassascacscnscasascavannes 1
‘ Mode Physical Average = Number of
_ Number of of Exposure State of - Length of Days per
Labor Vorkers (e.g., direct Listed . Exposur§ Year
Category Exposed *  -skin contact) = Substance Per Day Exposed
c 2 inhalation . ' GU E 260
1 _ inhalation GU E 260
1l inhalation GU E 260

lUse the following codes to: de31gnate the physical state of the listed substance at
the point of exposure:

GC = Gas (condensible at ambient SY = Sludge or slurry
temperature and pressure) AL = Aqueous liquid

GU = Gas (uncondensible at ambient OL = Organic liquid
temperature and pressure; IL = Immiscible liquid
includes fumes, vapors, etc.) (specify phases, e.g.,

S0 = Solid 90% water, 10% toluene)

*Use the following codes to designate average length of exposure per day:

A = 15 minutes or less D = Greater than 2 hours, but not
B = Greater than 15 minutes, but not exceeding 4 hours
exceeding 1 hour E = Greater than 4 hours, but not
C = Greater than one hour, but not " exceeding 8 hours :
exceeding 2 hours F = Greater than 8 hours

[ ] Hark (X) this box if you attach a continuation sheet.
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For each labor category represented in question 9.06, indicate the 8-hour Time

2.07 Veighted Average (TVWA) exposure levels and the 15-minute peak exposure levels.
Photocopy this question and complete it separately for each process type and vork
- - area.
[:] Process type ceeeeee Flexible Slabstock Polyurethane Foam Manufacturing
Vork area ......;...............................‘ 1
8-hour TWA Exposure Level . -15-Minute Pgak Exposure Level
Labor Category (ppm, mglm’. other-specify) {ppn, mg/m”, other—specify)
A 0:00i—0.012ppm - - - UK
B | UK | ' UK
[z] Hark (X) this box if you attach a continuation sheet.
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9.07 Por each labor category represented in question 9.06, indicate the 8-hour Tiwe
Veighted Average (TWA) exposure levels and the 15-minute peak exposure levels.
Photocopy this question and complete it separately for each process type and work

area.
CBI
{1 Process type ....... _ Flexible Slabstock Polyurethane Foam Manufacturing
Votk area * 4 S 999 %99 80 P9 P S 0 9 A4S CE N T DSNOED GG ‘ 2
8-hour TVQ Exposure Level * 15-Hinute Pgak Exposure Level
Labor Category (ppm, mg/m”, other-specify) (ppm, mg/m”, other-specify)
A UK — UK
B 1K ‘ UK

[::] Hark (X) this box if you attach a continuation sheet.

94




9.07

For each labor category represented in question 9.06, indicate the 8-hour Time
Veighted Average (TWA) exposure levels and the 15-minute peak exposure levels.
Photocopy this question and complete it separately for each process type and work

- area.
Process type ....... Flexible Slabstock Polyurethane Foam Manufacturing
Work area «..ceiceeeees ceaesecesccassscacsonnstan 3
8-hour TVA Exposure Level 15-Minute Pegak Exposure Level
Labor Category (ppm, mg/m’, other-specify) (ppm, mg/m , other-specify)
A 0.003ppm o UK '
B _ UK | ' UK

(L

Mark (X) this box if you attach a coatinuation sheet.
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9.07

FPor each labor category represented in question 9.06, indicate the 8-hour Time
Veighted Average (TWA) exposure levels and the 1l5-minute peak exposure levels.
Photocopy this question and complete it separately for each process type and vork

- area.

Process type «ecssees Flexible Slabstock Polyurethane Foam Manufacturing

Vork area * & 9 % 0899 8 4« % 98848 9 09 4 G PTIVSV GG S SN . ’ 4
8-hour TVA Exposure Level : 15-Hinute P Exposure Level
Labor Category (ppm, mg/m , other-specify) (ppmn, mg/m , other-specify)
A o UK ' A UK
B UK ’ UK

[

Hark (X) this box if you attach a continuation sheet.
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For each labor category represented in question 9.06, indicate the 8-hour Time
Veighted Average (TWA) exposure levels and the 15-minute peak exposure levels.
Photocopy this question and complete it separately for each process type and vork

© area.
Process type J..... . Rebond Carpet Pad Manufacturing
VWork area ceceececcccas ttcasssncssncsns .;........ 1
8-hour TVA Exposure Level . 15-Minute Peak Exposure Level
Labor Category (ppm, mg/m”, other-specify) (ppm, mg/m”, other—specify)
C o UK . ) - UK 7
B ‘ UK ' UK
D | UK. | K

(

]

Mark (X} this box if you attach a continuation sheet.
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9.07 Por each labor category represented in question 9.06, indicate the 8-hour Time
Veighted Average (TWA) exposure levels and the 15-minute peak exposure levels.
Photocopy this question and complete it separately for each process type and work

area.

(]
=4
=t

Process type ....... Rebond Carpet Pad Manufacturing

| I
—

Vork area «.ecceceenen tecetrcttracccccaas sesssee 2
8-hour TWA Exposure Level @ °  1S5-Minute Peak Exposure Level
Labor Category ; (ppm‘, mg/m’, other-specify) (ppm, mg/m”, other-specify)
C UK UK |
B UK UK
D UK UK

{::] Mark (X) this box if you attach a continuation sheet.
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9.07

For each labor category represented in question 9.06, indicate the 8-hour Time
Veighted Average (TVA) exposure levels and the 15-minute peak exposure levels.
Photocqpy this question and complete it separately for each process type and work

area.

Process type ccesees Rebond Carpet Pad Manufacturing

Vork area ...cvieececrcecaccenssaaccans cecscnses 3
8-hour TVA Exposure Level ) 15-Minute Peak Exposure Level
Labor Category (ppm, mg/m3 , other-specify) (ppm, mg/m”, other-specify)
c - UK ' _ UK
B UK ' ' UK
D UK UK

{

Hark (X) this box if you attach a continuation sheet.
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PART B WORK PLACE MONITORING PROGRAM

9.08 If you monitor worker exposure to the listed substance, complete the followving table.

_CBI
()
Testing. Number of Analyzed Number of
. ‘Work Frequency Samples Who L In-House Years Records
Sample/Test Area ID (per year) (per test) Samples (Y/N) Maintained
Personal breathing Slabstock:l _
zone Rebond:1 1 : 12 B N -3 yrs.
Slabstock:1,2 .
General work area gepong:1,2 24 24 A Y 4 yrs.
(air) :
Vipe samples NA NA NA ~ NA NA NA
Adhesive patches NA NA NA " NA NA NA
Blood samples NA NA NA . NA NA NA
Urine samples NA NA NA - NA NA NA -
Respiratory samples NA NA NA NA NA NA
Allergy tests NA NA NA NA NA NA

Other (specif
(specify) Slabstock:1,2

General Work Area Rebond:1,2 1 12 B N 3 yrs.

Other (specify)
Slabstock:1,2 :
General Work Area Rebond:1,2 1 12 D N 2 yrs.

Other (specify)

Slabstock:1 .
Personal breathing Rebond:1l 1 12 D . N 2 yrs.
zone

Use the followving codes to designate who takes the monitoring samples:

Plant industrial hygienist
Insurance carrier
0SHA consultant

Other (specify) supplier

oaQuE>»
[ | 1}

{1 Hark (X) this box if you attach a continuation sheet.
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.09 For each sample type identified in question 9.08, describe the type of sampling and
CBI  analytical methodology used for each type of sample.
{1 Sample Type Sampling and Analytical Methodology

General Work Areas

Clorimetric paper tape analyzed by photodiode

Colorimetric paper analyzed with a color chart

Personal
Air pump with coated glass fiber filter - analyzed by

Personal and Area

reverse phase high performance liquid chromatography

9.10 If you conduct personal and/or ambient air monitoring for the listed substance,
specify the following information for each equipment type used.

CBI
_ ) 5 Averaging
{1 Equipment Type Detection Limit Manufacturer Time (hr) Model Number
J A GMD Systems 4 min Auto step
J . A GMD Systems 5 min Sure-spot
D.E A UK UK

o

se the following codes to designate personal air monlterxng equipment types:

Passive dosimeter
Detector tube
Charcoal filtration tube with pump

Other (specify) coated glass fiber filter with pump
Colorimetric’ paper—witirpump
the following codes to designate ambient air monitoring equipment types:

o

Stationary monitors located within work area
Stationary monitors located within facility

= Stationary monitors located at plant boundary
= Mobile monitoring equipment (specify)
= Other (specify)

I

O T m S oam>
oy

N

the following codes to designate detection limit units:

ppm
Fibers/cubic centimeter (f/cc)
Micrograms/cubic meter (u/m’)

o
1]
14

il

i

G m >
I

[::] Hark (X) this box if you attach a continuation sheet.
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9.11 If you conduct routine medical tests for monitoring the health effects of exposure to
the listed substance, specify the type and frequency of the tests.

Q
-]
-

Frequency
(veekly, monthly, yearly, etc.)

Test Description

]

Yearly

Chest X-ray

[::] Mark (X) this box if you attach a continuation sheet.
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PART C ENGINEERING CONTROLS

9.12 Describe the engineering controls that you use to reduce or eliminate worker exposure
to the listed substance. Photocopy this question and complete it separately for each
process type and work area. '

CBI :

[ ] Process type <eesvescacancss Flexible Slabstock Polyurethane Foam Manufacturing

WOLK ALEAE +vievenensnsenanenasnsnnannnns tretreeseiataanas cees 1
Used : Year Upgraded Year
Engineering Coqtrols (Y/N) ] Installed (Y/N) Upgraded
Ventilation:
Local exhaust ) Y 1965 '. N NA
General dilution | N
Other (specify)
N
Vessel emission controls .Y 1965 N _ NA
Mechanical logding or
packaging equipment ¥ 1965 N NA
Other (specify) |
N
[:;] Hark (X) this box if you attach a continuation sheet.
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PART C ENGINEERING CONTROLS

9.12 Describe the engineering controls that you use to reduce or eliminate worker exposure
to the listed substance. Photocopy this question and complete it separately for each
process type and work area. ‘

o

[ ] Process typPe ceeceeceecacceass Flexible Slabstock Polyurethane Foam Manufacturing

VOork Brea +eseesscccscsnscacocescanesasn ceerseccseasaaaa ceecnes 2

Used : Year Upgraded Year
Engineering Controls (Y/N) A Installed (Y/N) Upgraded
Ventilation:

Local exhaust

General dilution

Other (specify)

N
Vessel emission controls y il 1965 N . . N
Mechanical lo;ding or 7
packaging equipment N
Other (specify) |
N

[::] Hark (X) this box if you attach a continuation sheet.
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PART C ENGINEERING CONTROLS

9.12 Describe the engineering controls that you use to reduce or eliminate worker éxposure
to the listed substance. Photocopy this question and complete it separately for each
process type and work area. C

CB |

-~

[T ] Process type -eeeavececosaes Flexible Slabstock Polyurethane Foam Manufacturing

Vork area ...ieeececececccacancaacacaas eteeteeciaiecaeaaas .. 3
Used : Year Upgraded - Year
Engineering Coqtrols (Y/N) _ Installed (Y/N) Upgraded
Ventilation: : .
Local exhaust ' Y 1965 '_ N N
General dilution | N

Other (specify)

N
Vessel emission controls - N
Mechanical lo;ding or
packaging equipment N
Other (specify) . |
N
{1 #Hark (X) this box if you attach a continuation sheet.
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PART C ENGINEERING CONTROLS

9.12 Describe the engineering controls that you use to reduce or eliminate worker exposure
to the listed substance. Photocopy this question and complete it separately for each
process type and work area. ‘

CBI
[__] Process type ..cceveecaaaaa ; , facturi
Vork area ....... e eeteeeeenaanaann aeens Cetedaacaaaaa ceae 4
Used : Year Upgraded Year
Engineering Coqtrols (Y/N) , Installed (Y/N) Upgraded
Ventilation: | i
Local exhaust ) N
General dilution | N

Other (specify)

N
Vessel emission controls - N
Mechanical 1ogding or
packaging equipment N
Other (specify) .
N

[::I Mark (X) this box if you attach a continuation sheet.
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PART C ENGINEERING CONTROLS

Describe the engineering controls that you use to reduce or eliminate worker éxposure
to the listed substance. Photocopy this question and complete it separately for each
process type and vork area. ’

Process typPe cceeececececcas Rebond Carpet Pad Manufacturing

WOLK Bre@ -e.eeeeeennenencaneannneanns Ceteeeaeeetticeaeaaaaas 1
Used : Year Upgraded Year
Engineering Cogtrols (Y/N) . Installed (Y/N) Upgraded
Ventilation:
Local exhaust ) Y 1965 _ N N
General dilution | N

Other (specify)

N
Vessel emission controls .Y 1965 N ] N
Mechanical loéding or
packaging equipment N
Other (specify) |
N

[

Mark (X) this box if you attach a continuation sheet.
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PART C ENGINEERING CONTROLS

9.12 Describe the engineering controls that you use to reduce or eliminate worker exposure
to the listed substance. Photocopy this question and complete it separately for each
process type and work area. '

CBI
[::] Process typPe «seececcsesesss Rebond Carpet Pad Manufacturing
WOLK Q@@ cuvueeeceaonacnessasasacsacanansonnssnoesacsaananas 2
Used Year Upgraded . Year
Engineering Controls (Y/N) Installed (Y/N) Upgraded
Ventilation:
Local exhaust N
General dilution N
Other (specify)
N
Vessel emission controls N
Mechanical lo;ding or
packaging equipment N
Other (specify)
N

{::} Mark (X) this box if you attach a continuation sheet.
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9.13 Describe all equipment or process modifications you have made within the 3 years
prior to the reporting year that have resulted in a reduction of worker exposure to
the listed substance. For each equipment or process modification described, state
the percentage reduction in exposure that resulted. Photocopy this question and
complete it separately for each process type and vork area.

[._] Process type ........ Flexible Slabstock Polyurethane Foam Manufacturing

HOFK GI@A e eveeecescesecasecasacancacacsscasacanasannenan 1

» Reduction in Worker
Equipment or Process Modification - Exposure Per Year (%)

80% of TDI pumps were changed to types which : 10

eliminate seal ‘l-eakage

{::] Macrk (X) this box if you attach a continuation sheet.
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9.13 Describe all equipment or process modifications you have made within the 3 years
prior to the reporting year that have resulted in a reduction of worker exposure to
the listed substance. For each equipment or process modification described, state
the percentage reduction in exposure that resulted. Photocopy this question and
complete 1t sepatately for each process type and work area.

CBI

[ 1 Process type «eccev.s Flexible Slabstock Polvurethane Foam Manufacturing

HOrK Qre@ ceveevasesansasscassssscesscaaccnssasacanascsscas 2

_ Reduction in Vorker
Equipment or Process Modification - _Exposure Per Year (%)

80% of TDI pumps were changed‘to types which . 10

eliminate seal . ,leakage

[::] Hark (X) this box if you attach a continuation sheet.
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9.13 Describe all equipment or process modifications you have made within the 3 years
prior to the reporting year that have resulted in a reduction of worker exposure to
the listed substance. For each equipment or process modification described, state
the percentage reduction in exposure that resulted. Photocopy this question and
complete it separately for each process type and wvork area.

[T ] Process type seeoveece- Flexible Slabstock Polyurethane Foam Manufacturing

WOLK LA ceeevececacaccancsnnancscacssssaascaceacsacannnns 3

. Reduction in Vorker
Equipment or Process Modification - Exposure Per Year (X%)

NA

[::i Hark (X) this box if you attach a continuation sheet.
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9.13 Describe all equipment or process modifications you have made within the 3 years
prior to the reporting year that have resulted in a reduction of worker exposure to
the listed substance. For each equipment or process modification described, state
the percentage reduction in exposure that resulted. Photocopy this question and
complete it separately for each process type and work area.

CBI ' :

[ ] Process type «eceeev.. Flexible Slabstock Polyurethane Foam Manufacturing

WOLK AFeA «eeceeccecocccsssesnonssnanencsancscasasannssssns 4

Reduction in Worker
Equipment or Process Modification Exposure Per Year (X)

NA

{ "] Mark (X) this box if you attach a continuation sheet.
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9.13

Q
o-]
]

pm—

||

I

Describe all equipment or process modifications you have made within the 3 years
prior to the reporting year that have resulted in a reduction of worker exposure.to
the listed substance. For each equipment or process modification described, state
the percentage reduction in exposure that resulted. Photocopy this question and
complete it separately for each process type and work area..

Process type .ceceasess Rebond Carpet Pad Manufacturing
WOork area ..cc.ceececeensocnensnnncsacsannes tesecesanaanan 1
Reduction in Worker
Equipment or Process Modification Exposure Per Year (%)
80% of TDI pumps were changed to types which 10

eliminate seal 31leakage

(_

Mark (X) this box if you attach a continuation sheet.
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PART D PERSONAL PROTECTIVE AND SAFETY EQUIPMENT

9.14 Describe the personal protective and safety equipment that your vorkers wear or use
in each work area in order to reduce or eliminate their exposure to the listed
substance. “Photocopy this question and complete it separately for each process type
and work area. Co

CBI
{1 Process type csesenns Flexible Slabstoék‘Polyurethane Foam Manufacturing-
| Vork area ..eceeceeccac. feeiecceeseacectsesasccttttccasanasaneann 1
Vear or
Use
Equipment Types (Y/N)
Respirators
Safety goggles/glasses
Face shields , Y
Coveralls N
Bib aprons N
Chemical-resistant gloves Y
Other (specify)
Boots - Y
‘Supplied air masks Y-
Note: Above are used only during start
up of the foam line, and during
emergency and maintenance operations.
[::l Hark (X) this box if you attach a continuation sheet.
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PART D PERSONAL PROTECTIVE AND SAFETY EQUIPHENT

9.14 Describe the personal protective and safety equipment that your workers vear or use
in each work area in order to reduce or eliminate their exposure to the listed
substance. Photocopy this question and complete it separately for each process type
and work area. s ‘

CBI
[::] Process tfpe feceeeas Flexible Slabstbck_Polyurethane Foam Manufacturing
| VOrK 8r€a <eovevevesscscscicscsasacscacaaans testsccscacessencaas 2
Vear or
Use
Equipment Types (Y/N)
Respirators N
Safety goggles/glasses Y |
Face shields
Coveralls
Bib aprons N
Chemical-resistant gloves Y
Other (specify)
Boots : Y
-Supplied air masks Y-
Note: Above are used only during emergency
and maintenance operations.
[::] Hark (X) this box if you attach a continuation sheet.
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PART D PERSONAL PROTECTIVE AND SAFETY EQUIPHENT

9.14 Describe the personal protective and safety equipment that your workers wear or use
in each work area in order to reduce or eliminate their exposure to the listed
substance. Photocopy this question and complete it separately for each process type
and work area. o

CBI
(::] Process tfpe feeeanan Flexible Slabstock Polyurethane Foam Manufacturing
WOLK Bre@ ciisiiesssseaesiossacosaccsaasscanacacsaassconans ceoas 3
Vear or
Use
Equipment Types (Y/N)
Respirators N
Safety goggles/glasses Y
Face shields Y .
Coveralls ﬁ
Bib aprons N
Chemical-resistant gloves Y
Other (specify)
Boots ' Y
-Supplied air masks
Note: Above are used only during emergency
and maintenance operations.
[::l Mark (X) this box if you attach a continuation sheet.
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PART D PERSONAL PROTECTIVE AND SAFETY EQUIPMENT

9.14 Describe the personal protective and safety equipment that your workers wvear or use
in each work area in order to reduce or eliminate their exposure to the listed
substance. Photocopy this question and complete it separately for each process type
and wvork area. '

CBI
[::] Process type ........ Flexible Slabstock Polyurethane Foam Manufacturing
Lo - B - ceaaa 4
Vear or
Use
Equipment Types (Y/N)
Respirators N

Safety goggles/glasses

Face shields

Coveralls N
Bib aprons N
Chemical-resistant gloves ¥

Other (specify)

Boots : Y

Supplied air masks Y-

Note: Above are used only during emergency
and maintenance operations.

[::] Mark (X) this box if you attach a continuation sheet.
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PART D PERSONAL PROTECTIVE AND SAFETY EQUIPMENT

9.14 Describe the personal protective and safety equipment that your workers wear or use
in each work area in order to reduce or eliminate their exposure to the listed
substance. Photocopy this question and complete it separately for each process type
and wvork area. o

CBI1
[T 1 Process type ........ Rebond Carpet Pad Manufacturing
Work area ..... teedcsedceiestatesescaatanaraacana ceeecaaan seeas 1
Vear or ;
Use ‘
Equipment Types (Y/N)
Respirators N
Safety goggles/glasses Y
Face shields Yy
Coveralls- N
Bib aprons N
Chemical-resistant gloves Y
Other (specify)
Boots - Y
‘Supplied air masks Y-
Note: Above are used only during emergency
and maintenance operations.
{::] Mark (X) this box if you attach a continuation sheet.
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9.15 If workers use respirators when vorking with the listed substance, specify for each
. process type, the work areas where the respirators are used, the type of ‘
respirators used, the average usage, whether or not the respirators were fit
tested, and the type and frequency of the fit tests. Photocopy this question and

complete it separately for each process type.

cBI
[::] Process type ..... cees Flexible Slabstock Polyurethane Foam Manufacturing
Fit Frequency of
Work ' Respirator Averag Tested Type of , Fit Tests
Area Type - Usage (Y/N) Fit Test (per year)

NA

Yyse the following codes to designate average usage:

Daily

Veekly

Monthly

Once a year

- Other (specify)

moQm>
W owonon

Use the following codes to designate the type of fit test:

Qualitative
Quantitative

o
[
n

[::] Mark (¥X) this box if you attach a continuation sheet.
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If workers use respirators when working with the listed substance, specify for each

9.15
process type, the work areas where the respirators are used, the type of
respirators used, the average usage, whether or not the respirators were fit
tested, and the type and frequency of the fit tests. Photocopy this question and
complete it separately for each process type.
cBI
[T ] Process LYPE cveeaaas . Rebond Carpet Pad Manufacturing
Fit Frequency of
Vork Respirator Averagf Tested Type of ) Fit Tests
Area Type : Usage ™ (Y/N) Fit Test (per year)
NA |
lUse the following codes to designate average usage:
A = Daily
B = Veekly
C = Monthly
D = Once a year
E = Other (specify)
2Use the following codes to designate the type of fit test:
QL = Qualitative
QT = Quantitative
(::] Mark (X) this box if you attach a continuation sheet.
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PART E VORK PRACTICES

9.19

o]
=]
-

|

| |
L3

Describe all of the work practices and administrative controls used to reduce or
eliminate worker exposure to the listed substance (e.g., restrict entrance only to
authorized workers, mark areas with warning signs, insure worker detection and
monitoring practices, provide worker training programs, etc.). Photocopy this
question and complete it separately for each process type and work area.

Process type ...... Flexible Slabstock Polyurethane Foam Manufacturing

VOrK Grea vciceeesenescsisssssassasassaseanssossassssanans . 1~ 4

1. All personnel have been given hazard communication training.

2. Placards posted in -all areas, and on TDI tanks

3. Access to process area is limited

4. Supplied air systems available

9.20

Indicate (X) hov often you perform each housekeeping task used to clean up routine
leaks or spills of the listed substance. Photocopy this question and complete it
separately for each process type and work area. :

- Process type ..... . Flexible Slabstock Polyurethane Foam Manufacturing
Vork area .............. Cteiisseiensrenannnon ;.. 1 - 4
o Less Than 1-2 Times 3-4 Times More Than 4
Housekeeping Tasks Once Per Day Per Day - Per Day Times. Per Day
Sveeping NA NA NA | NA
Vacuuming NA NA NA NA
Vater flushing of floors Na NA NA NA

Other (specify)

Flushed with water/ X NA . NA - NA
amine mixture and
absorbed

Note: There are no routine leaks or spills,
only non-routine and none occurred
during the reporting year.

(1

Mark (X) this box if you attach a continuation sheet.
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PART E WORK PRACTICES

Describe all of the work practices and administrative controls used to reduce or

9.19
eliminate worker exposure to the listed substance (e.g., restrict entrance oanly to
authorized workers, mark areas with warning signs, insure worker detection and
monitoring practices, provide worker training programs, etc.). Photocopy this
CBI question and complete it separately for each process type and vork area.
(1 :
Process type <«..... Rebond Carpet Pad Manufacturing
WOLK BL€A caveoscvsscsacscsssansaceasssssanssassanncns e 1 -3
1. All personnel have been given hazard communication training.
2, Placards posted in all areas, and on TDI tanks.
3 Access to process area is limited.
4., Supplied air systems available.
9.20 Indicate (X) how often you perform each housekeeping task used to clean up routine

leaks or spills of the listed substance. Photocopy this question and complete it
separately for each process type and work area.

Process type ...... Rebond Carpet Pad Manufacturing
WOLK Q@A suuieeecncsacnssracnossssnsssnsannnnnss . 1 -3

Less Than 1-2 Times 3-4 Times . More Than 4
Housekeeping Tasks Once Per Day Per Day - Per Day Times Per Day
Sweeping | Na NAa NA - NA
Vacuuming NA NA NA NA
Vater flushing of floors NA NA NA ‘ NA

Other (specify)

Flushed with water/ X NA ’ NA NA
amine mixture and ‘
absorbed ’

Note: There are no routine leaks or spills, only
non-routine, and none occurred during the
reporting year.

(1

Mark (X) this box if you attach a continuation sheet.
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9.21 Do you have a written medical action plan for responding to routine or emergency
exposure to the listed substance?

Routine exposure NA

Ygs T L LR T R |
NO teveeceactssasascscononssssatssosssaasnsnscsssncsssassassassscssssassssscassnsses 2
Emergency exposure NA

YOS tetesotasasesaacsasasssiasssosossssassasossnancssansssonsaancesssncsssasnscssace 1

NO covecacsssscscacessassssscsseasnssaasnsssassacsscnssasssssssacsonccncsscenssssacs 2

If yes, where are copies of the plan maintained?

Routine exposure:

Emergency exposure:

9.22 Do you have a written leak and spill cleanup plan that addresses the listed
substance? Circle the appropriate response.

Yes ceceneananas R P (:j)

NO i iitetteveeteotocacaeesnecaaneaanansencensstatasesasosasassscasostssssssasassancane 2

in plant, and with local
emergency planning commission
If yes, where are copies of the plan maintained? and Cairo Fire Department

Has this plan been coordinated with state or local government response organizations?
Circle the appropriate response.

b R T B ...(::D

NO civevevenncsosnenscscsssccacssonccanasenns .

9.23 Vho is responsible for monitoring worker safety at your facility? Circlé the
appropriate response.

NA .
Plant safety specialiSt .ucieieceeenceneeiiioioronsoaanaanns e eeeaaaaan eeeecaeans 1
INSUrance CaArrier ....ceeececessascacassossnaananns eeaeaseas G eeseaceereansasentannas 2
OSHA consultant ..... sacccaann tesasaaenannn G eeessssesesacaaaaaaaaanacannsa P cess 3
Other (specify) . ecs st 4

[ 1 Hark (X) this box if you attach a continuation sheet.
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SECTION 10 ENVIRONMENTAL RELEASE

General Instructions:

Complete Part E (questions 10.23-10.35) for each non-routine release involving the listed
substance that occurred during the reporting year. Report on all releases that are equal
to or greater than the listed substance’s reportable quantity value, RQ, unless the release
is federally permitted as defined in 42 U.S.C. 9601, or is specifically excluded under the
definition of release as defined in 40 CFR 302.3(22). Reportable quantities are codified
in 40 CFR Part 302. If the listed substance is not a hazardous substance under the
Comprehensive Environmental Response, Compensation, and Liability Act of 1980 (CERCLA) and,
thus, does not have an RQ, then report releases that exceed 2,270 kg. If such a substance
hovever, is designated as a CERCLA hazardous substance, then report those releases that are
equal to or greater than the RQ. The facility may have answered these questions or similar
questions under the Agency’s Accidental Release Information Program and may already have
this information readily available. Assign a number to each release and use this number
throughout this part to identify the release. Releases over more than a 24-hour period are
not single releases, i.e., the release of a chemical substance equal to or greater than an
RQ must be reported as a separate release for each 24-hour period the release exceeds the

RQ.

For questions 10.25-10.35, answer the questions for each release identified in question
10.23. Photocopy these questions and complete them separately for each release.

PART A GENERAL INFORMATION

10.01 Vhere is your facility located? Circle all appropriate responses.

CBI

[ ] Industrial area ............. e teeceneaceencaseanaanaannn creens e eerreerreaeeraans (j)
Urban area ....cceaeae ................................; ........................... 2
Residential area ...oeeencnans e teceaceteescatees sttt es et nettaan e rasasarens (::)
AZricUlTUral Area ...cuiveveisraasosessssasssssossssssaossosnsesononoassacessssssnns 4
RUFA)l Gr@a ciiceevivtessosseancsessaassssanassassccsvocooaseasasnnas Meeseesasesetaaas (::D
Adjacent to a park or a recreational area ......... ittt ittt eitenasetssnaans 6
Within 1 mile of a navigable watervay .......cccecec.n BRSO (EZD

Vithin 1 mile of a school, university, hospital, or nursing home facility
Vithin 1 mile of a non-navigable Waterway ...c.ceiciereiiiintatianntaaratansarnens 9

Other (specify) T ieeasasesesanessresasresassesaassaranans 10

(::] Mark (X) this box if you attach a continuation sheet.
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10.02 Specify the exact location of your facility (from central point where process unit
is located) in terms of latitude and longitude or Universal Transverse Mercader
(UTM) coordinates.

Latitude ......... testreseessssasaa ceesesensans caanae 37 ° 02 ' 00 n
Longitude lllllllll L 2R B BN BRI BN BN BN AN BN R R N EE BECRE N RE B R N R N R NN R R ) 89 o 13 Y 00 "
UTM coordinates s.evveecsesee ZONe » Northing , Easting

10.03 If you monitor meteorological conditions in the vicinity of your facility, provide
the following information.

Average annual precipitation c..eeececeiececinnnann. NA inches/year

" Predominant wind direction .......... cececscenassans NA

10.04 1Indicate the depth to groundvater below your facility.

Depth to groundwater ..... ceietannneas Ceresetiiarann NA meters

10.05 For each on-site activity listed, indicate (Y/N/NA) all routine releases of the
listed substance to the environment. (Refer to the instructions for a definition of
CBI Y, N, and NA.)

[ ] Environmental Release

On-Site Activity Air Vater Land
Manufacturing NA B NA NA
Importing NA NA NA
Processing » Y N N
Othervise used ' NA NA NA
Product or residual storage Y N N
Disposal NA NA HB
Transport NA NA NA

[::] Mark (X) this box if you attach a continuation sheet.
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10.06 Provide the following information for the listed substance and specify the level
of precision for each item. . (Refer to the instructions for further explanation and

an example.)

CBI

(] _ .
Quantity discharged to the air seeesverncecess 495 kg/yr + 10 X%
Quantity discharged in wastevaters ........... NA kg/yr + b4
Quantity managed as other waste in on-site ,
treatment, storage, or disposal units ........ NA kg/yr + %
Quantity managed as other waste in off-site . :
treatment, storage, or disposal units ........ NA kg/yr + b4

[ ] Mark (X) this box if you attach a continuation sheet.
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10.08 Describe the control technologies used to minimize release of the listed substance

for each process stream containing the listed substance as identified in your
process block or residual treatment block flow diagram(s). Photocopy this question

CB1 and complete it separately for each process type.
[_‘ Process type ...... Flexible Slabstock Polyurethane Foam and Rebond Carpet Pad Mfg.
Stream ID Code . Control Technology Percent Efficiency
NA NA NA
{1 HMark (X) this box if you attach a continuation sheet.
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PART B RELEASE TO AIR

10.09 Point Source Emissions -- Identify each emission point source containing the listed
substance in terms of a Stream ID Code as identified in your process block or

"CBI residual treatment block flow diagram(s), and provide a description of each point
source. Do not include raw material and product storage veants, or fugitive emission

[] sources (e.g., equipment leaks). Photocopy this question and complete it separately
for each process type. '

Process type ...... _Flexible Slabstock Polyurethane Foam Manufacturing

Point Source

‘ ID Code ‘ Description of Emission Point Source
- 71 Bulk Tank Vents - Conservation Vent

7KK _ ‘ Process Tank Vent - Conservation Vent

v Reaction Zone Vent Fan

7Y Conveyor Vent Fans - 8 Vents Qver Convevor

[ 1 Mark (X) this box if you attach a continuation sheet.
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PART B RELEASE TO AIR

10.09 Point Source Emissions -- Identify each emission point source containing the listed
substance in terms of a Stream ID Code as identified in your process block or
CBI residual treatment block flow diagram(s), and provide a description of each point

source. Do not include raw material and product storage vents, or fugitive emission
[__] sources (e.g., equipment leaks). Photocopy this question and complete it separately
for each process type. : ’

Process type ...... Rebond Carpet Pad Manufacturing

Point Source
ID Code Description of Emission Point Source
7B Binder tank vent - hole open to building interior
fg ' Compression Mold Steamvent - vent to ambient air

[__] Mark (X) this box if you attach a continuation sheet.
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I

*199YS UuOllEenuiluod ® yYorlle nok J1 xoq STy} (X) qaey

10.10 ' Enission Characteristics - - Characterize
10.09 by campleting the following table.

the emissions for each Point Source ID Code identified in question

@ Madmm  Madmm
__ Point Maxdmm Emission Emission
(] Source Average , , Average Pmission Rate Rate
D Physic:iﬂ Emissions  Frequency Duaration Emissi Rate Frequency  Duration
Code  State (kg/day) - (days/yr) (min/day)  Factor (kg/min) (events/yr) (min/event)
k: .
Slabstock: . g g g g NA NA NA
TKK \ [ @ Jo] [} NA NA NA
AY \ 0.046 260 240 .0000227 0.0005 40 120
(A-H)
7Y v 0.37 260 240 - -0000227  0.004 40 120
Rebond:
7B v negl. 260 800 UK negligible NA NA
70 v 0.012 260 140  0.0000227 g gp009 19,500 4

.._..___-.-.-_...-._.....__-.—__—-.—-__.._-—

Use the folloving codes to designate physical state at the point of release:

G = Gasj V = Vapor; P = Particulate; A = Aerosol; O = Other (specify)

2Frequency of emission at any level of emission

*Duration of emission at any level of emission

“Average Emission Factor — Provide estimated

production of listed substance)

(+ 25 percent) emission factor (kg of emission per kg of




10.11 Stack Parameters —— Identify the stack parameters for each Point Source ID Code
identified in question 10.09 by completing the following .table.

CBI
[] Stack
' Point Inner Emission
Source Diameter Exhaust Exit
b Stack (at outlet) Temperature Velocity Bu?lding ' Building2 Vent3
Code Height{m) (m) (°C) {m/sec) Height(m)~ Width(m) Type
Slabstock: 711 NA NA NA NA NA NA NA
7KK NA NA NA NA NA NA NA
v 15.85 0.762 34.4 17.41 12.75 32.4 V4
7YA 15.85 0.762 34.4 15.52 12.75 32.4 _Vv
7YB 15.85 0.762 34.4 35.50 12.75 2.4 Y4
7YC 15.85 0.762 34.4 22.77 12.75 32.4 v
7YD 15.85 0.762 34.4 28.09 12.75 32.4 v
7YE 14.6 0.91 34.4 | 16.74 12;75 32.4 v
7YF 14.6 0.91 34.4 19.45 12.75 32.4 v
7vG 14.6 0.91 34.4 24.29 12.75 32.4 v
7YH 14.6 0.91 34.4 23.47 12.75 32.4 v

1Height of attached or adjacent building

2yidth of attached or adjacent building

*Use the folloving codes to designate vent type:

H
v

Horizontal
Vertical

[::] Mark (X) this box if you attach a continuation sheet.
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10.11 Stack Parameters -- Identify the stack parameters for each Point Source ID Code
identified in question 10.09 by completing the following table.

cBL
(1 Stack
Point Inner Emission
Source ' Diameter Exhaust Exit
ID Stack (at outlet) Temperature Velocity Building L Building2 Vent3
Code Height(m) {m) {°C) (m/sec) Height(m)~ Width(m) Type
Rebond: 7B NA 0.006 20 UK NA NA v
7Q 10.67 0.61 177 1.94 - 10.6 13.5 v

1Height of attached or adjacent building

2yidth of attached or adjacent building

*Use the following codes to designate vent type:

H
A

Horizontal
Vertical

[::] Mark (X) this box if you attach a continuation sheet.
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10.12 If the listed substance is emitted in particulate form, indicate the particle size
distribution for each Point Source ID Code identified in question 10.09.
Photocopy this question and complete it separately for each emission point source.

(1 -
- Point source ID code ....... teescseteetctananeannananaes NA

Size Range (microns) Mass Fraction (X + % precision)

<1

1 to < 10

v

10 to < 30

v

> 30 to < 50

50 to < 100

v

> 100 to < 500

> 500

Total = 100%

[::] Mark (X) this box if you attach a continuation sheet.
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PART C FUGITIVE EMISSIONS

10.13 Equipment Leaks -- Complete the following table by providing the number of equipment

(9}
=]
-4

—

10.13

types listed which are exposed to the listed substance and vhich are in service
according ‘to the specified weight percent of the listed substance passing through
the component. Do this for each process type identified in your process block or
residual treatment block flov diagram(s). Do not include equipment types that are
not exposed to the listed substance. If this is a batch or ‘intermittently operated
process, give an overall percentage of time per year that the process type is
exposed to the listed substance. Photocopy this question and complete it separately
for each process type.

Process type ..... Flexible Slabstock Polyurethane Foam

Percentage of time per year that the listed substance is exposed to this process
type ceccnceens ceesssesas 4ecsssuecsscasassannn 4eeesaettescescsteasascana 15 b4

Number of Components in Service by Véight Percent
' of Listed Substance in Process Stream

Less Greater

Equipment Type than 5% 5-10%  11-25%  26-75% 76-99%  than 99%
Pump seals’

Packed 0 0 0 0 2

Mechanical 0 0 0 0 0

Double mechanical? 0 0 0 0 0 0
Compressor seals’ 0 0 0 0 0 0
Flanges 0 0 0 0 0 14
Valves

‘Gas® 0 0 0

Liquid _ 0 0 0 0 0 10
Pressure relief devices® 0 0 0 0 0 4

(Gas or vapor only)
Sample connections

Gas oo 0 0 0 0 0 0

Liquid 0 0 0 0 0 0
Open-ended lines’ '

(e.g., purge, vent)

Gas 0 (0] 0 0 0 0

Liquid ) 0 0 0 0

'List the number of pump and compressor seals, rather than the number of pumps or
compressors

continued on next page

[ ] Mark (X) this box if you attach a continuation sheet.
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PART C FUGITIVE EMISSIONS

10.13 Equipment Leaks -- Complete the following table by providing the number of equipment

10.13

types listed which are exposed to the listed substance and which are in service
according to the specified weight percent of the listed substance passing through
the component. Do this for each process type identified in your process block or
residual treatment block flow diagram(s). Do not include equipment types that are
not exposed to the listed substance. If this is a batch or intermittently operated
process, give an overall percentage of time per year that the process type is
exposed to the listed substance. Photocopy this question and complete it separately
for each process type.

Process type ..... Rebond Carpet Pad Manufacturing.

Percentage of time per year that the listed substance is exposed to this process
type LR B AR BB B BN I B B N R N L B IR R BN B N B B B Y R A Y LU I B IR I B BE I N B Y I R R R W) ® & & ¢ 99 09 0B O e e 15 x

Number of Components in Service by Weight Percent
of Listed Substance in Process Stream

Less Greater

Equipment Type than 5% 5-10%7  11-25%  26-75% 76-99%  than 99%
Pump seals’

Packed 0 0 0 0 0 1

Mechanical 0 0 0 0 0 0

Double mechanical? 0 0 0 0 0 0
Compressor seals® a 0 0 0 0 0
Flanges 0 0 0 0 0 0
Valves

Gas’ 0 0 0 0

Liquid _ 0 0 0 0 .0 3
Pressure relief devices® 0 0 0 0 0 0

(Gas or vapor only)
Sample connections

Gas 0 0 0 0 0 0

Liquid 0 0 0 0 0 0
Open-ended lines®

(e.g., purge, vent)

Gas 0] 0 0 . 0 0 0

Liquid "0 0 0 0 0] 0

1, . '
List the number of pump and compressor seals, rather than the number of pumps or
compressors

continued on next page

[::] Mark (X) this box if you attach a continuation sheet.
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10.13 (continued)

2If double mechanical seals are operated with the barrier (B) fluid at a pressure
greater than the pump stuffing box pressure and/or equipped with a sensor (S) that
will detect failure of the seal system, the barrier fluid system, or both, indicate
with a "B" and/or an "S", respectively

*Conditions existing in the valve during normal operation

‘Report all pressure relief devices in service, including those equipped with
control devices

*Lines closed during normal operation that would be used during maintenance
operations

10.14 Pressure Relief Devices with Controls -~ Complete the following table for those
pressure relief devices identified in 10.13 to indicate which pressure relief

CBI devices in service are controlled. If a pressure relief device is not controlled,
enter "None" under column c. '

T a. b. c. ‘ d.
Number of Percent Chemigal Estimated R
Pressure Relief Devices in Vessel Control Device Control Efficiency

6 ’ >99% NONE NA

'Refer to the table in question 10.13 and record the percent range given under the
heading entitled "Number of Components in Service by Weight Percent of Listed
Substance" (e.g., <5%, 5-10%, 11-25%, etc.)

’The EPA assigns a control efficiency of 100 percent for equipment leaks controlled
vith rupture discs under normal operating conditions. The EPA assigns a control
efficiency of 98 percent for emissions routed to a flare under normal operating
conditions .

[ 1 Mark (X) this box if you attach a continuation sheet.
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10.15 Equipment Leak Detection —- If a formal leak detection and repair program is in
place, complete the following table regarding those leak detection and repair
procedures. Photocopy this question and complete it separately for each process

type.
CBI Flexible Slabstock Polyurethane Foam
[] Process type ..ccceeesesescesasecsaacassasssssess and Rebond Carpet Pad Manufacturing
Leak Detection
Concentratign
(ppm or mg/m”) Frequency Repairs Repairs
Measured at of Leak Initiated Completed
Inches Detection Detection (days after (days after
Equipment Type from Source " Device® (per year) detection) initiated)
Pump seals
Packed NA
Mechanical NA
Double mechanical NA
Compressor seals NA
Flanges NA
Valves
Gas NA
Liquid NA
Pressure relief
devices (gas
or vapor only) NA
Sample connections
Gas NA
Liquid - NA
Open-ended lines
Gas NA
Liquid NA

lUse the following codes to designate detection device:

POVA = Portable organic vapor analyzer
FPM = Fixed point monitoring
0 = Other (specify)

[ 1 Mark (X) this box if you attach a continuation sheet.
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10.16 Raw Material, Intermediate and Product Storage Bmissions - - Complete the following table by providing the information on each
liquid raw material, intermediate, and product storage vasel containing the listed substance as identified in your process block

&I

(1

- em e

or r&sidual treatment block flow diagram(s).

Operat-
Vessel Vessel  Vessel
Floating Composition Throughput Filling Filling Imner Vessel Vssel Vessel Design Vent Control Basis e
Vessel Roof of Stored (liters Rate Duration Diameter Height Volume Emssion Flow. Diameter Efficiency for )

Type' Seals’ Materials’ per year) (gm) (min) (m _(m (1) Controls' Rate’® (cm) ()  Estimate’
conservation

F NA 100% 470, 000 30 333 3.05 5.56 37,853 vent NA 2.54 100 C

F NA 100% 470,000 30 333 3.05 5.56.37,853 " NA 2.54 100 c

F NA 100% 470,000 30 267 2.44 7.25 30,282 " NA 2.54 100 C

F NA 100% 470,000 30 267 2.44 7.25 30,282 " NA‘ 2.54 100 C

F NA 100% 938,000 30 147 4.02 1.31 16,654 None NA ‘NA NA NA

F NA 100% 938,000 30 147 4.02 1.31 16,654 None NA NA N NA

F NA 33% 60 10 1.22 1.83 2,175 None NA NA NA NA

luse the following codes to desig\ate vessel type: Usa the following codes to designate floating roof seals:

F ° = Fixed roof MS1 = Mechanical shoe, primary

CIF = Contact internal floating roof MS2 = Shoe-maunted

NCIF = Noncontact internal floating roof MS?R = Rim-mounted,

EFR = External floating roof

P = Pressure vessel (indicate pressure rating)
H = Horizontal

U = Underground

= Liquid-mounted resilient filled seal, primary
= Rim-mounted shield
= Weather shield ‘
= Vapor mounted resilient filled seal, primary

= Rim-mounted secondary
= Weather shield

*Indicate weight percent of the listed substance. Include the total volatile organic content in parenthesis
‘Other than floating roofs

5Gas/vapor flow rate the emission control device was designed to handle (specify flow rate units)

‘Use the following codes to designate basis for estimate of control efficiency:

C = Calculations
S = Sampling

EREERR



PART E NON-ROUTINE RELEASES

10.23 Indicate the date and time when the release occurred and vhen the release ceased or
was stopped. If there were more than six releases, attach a continuation sheet and

list all releases. o releases during reporting period.

' Date Time " Date Time
Release Started (am/pm) Stopped (am/pm)
1
2
3
4
5 —————
6

10.24 Specify the weather conditions at the time of each felease. NA

Vind Speed Vind Humidity Temperature Precipitation
) Release (km/hr) Direction (%) (°C)_ (Y/N)
1
2
3
4
5
6

[::] Mark (X) this box if you attach a continuation sheet.
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APPENDIX I: List of Continuation Sheets

Attach continuation sheets for sections of this form and optional information after this
page. In column 1, clearly identify the continuation sheet by listing the question number
to which it relates. In column 2, enter the inclusive page numbers of the continuation
sheet for each question number.

Continuation
Sheet
Question Number Page Numbers
(1 . (2)
7.01 . 42a, 42c
7.03 44a, 44e¢
8.01 50a, 50C
9.04 9la, 9lc
4.02 Appendix IT

{::] Mark (X) this box if you attach a continuation sheet.
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N

- MATERIAL SAFETY |BASF Corporation Chemicals Division " BASF

100 Cherry Hill Road, Parsippsny, New Jersey 07064, {201} 316-3000

DATA SHEET HMIS: H4 F1 R1

PRODUCT NUMBER: 588621 LUPRANATE* T80O-Type 1

TRADE NAME: LUPRANATE* T80-Type 1
CHEMICAL NAME: Toluene Diisocyanate

SYNONYMS: TDI; Tolylene Diisocyanate FORMULA: CH,C.H;{NCD},
CHEMICAL FAMILY: Aromatic Isocyanates MOL. WGT.: 174.16
COMPONENT CAS NO. % PEL/TLV - SOURCE
LUPRANATE* T80-Type 1 100 Not established
Contains:

2,4 Toluene Difiscocyanate 584-84-9 80 0.005 ppm, ACGIH
0.02 ppm STEL, ACGIH
0.02 ppm Cefling, OSHA

2,6 Toluene Diisoéyanate 81-08-7 20

SARA Title IIl Sect. 313: Listed. i

. All components are in TSCA {nventory.

BOILING/MELTING POINT €760 mm Hg: 484°F/ N/A pH: N/A
VAPOR PRESSURE mm Hg €20 C: 0.025 Vapor Density (Air=1): 6.0
SPECIFIC GRAVITY OR BULK DENSITY: 1.22 Freezing Point: 51.8-53.6°F

SOLUBILITY IN WATER: Water reacts

APPEARANCE : Colortess liquid ODOR: Pungent INTENSITY: Strong

FLASH POINT (TEST METHOD): 270°F TAG Open Cup AUTOIGNITION TEMP: >820°F

FLAMMABILITY LIMITS IN AIR (% BY VOL) LOWER: 0.8% UPPER: ~9.5%

EXTINGUISHING Use water fog, foam or CO02 extinguishing media.

MEDIUM

SPECIAL Personnel engaged tn fighting isocyanate fires must be

FIREFIGHTING protected against nitrogen dioxide fumes as well as

PROCEDURES isocyanate vapors. Firefighters must wear self-contained

UNUSUAL FIRE . breathing apparatus and turnout gear.

AND EXPLOSION Avoid water contamination in closed containers or confined
‘ HAZARDS areas; carbon dioxide gas is generated.

CHEMTREC 800-424-9300 201-316-3000 - B &
THIS NUMBER IS AVATLABLE DAYS, NIGHTS, WEEKENDS,AND HOLIDAYS

OP102 12/87
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PRODUCT NUMBER: 585621

TOXICOLOGICAL TEST DATA: RESULT:
- LUPRANATE* TBO-Type 1

2,4 Toluene Diisocyanate . Severe eye and skin
irritant, sensfitizer
Rat, Oral LDS0O 5.8 g/kg.
Mouse, Inhatation LCSO 10 ppm/4H

T ——

EFFECTS OF OVEREXPOSURE:
The primary routes of exposure to this materlal are eye or skin contact, and
{nhalation.
Inhalation of the vapors causes severe {rritation to lungs, and pulmonary
edema can occur after a serfous vapor exposure. Liquid contact causes serfous
skin and eye burns. Pulmonary sensitization can occur in some individuals
leading to asthma-type spasms of the bronchial tubes and difficulty in
breathing. Preclude from exposure those individuals having a history of
respiratory illness, asthmatic conditions, eye damage or TDI sensitization.
Recent studies indicate that overexposure may be associated with chronic lung
tmpairment. In a National Toxicology Program (NTP) study, TDI was
carcinogenic when given orally to rats and mice at maximum tolerated doses.
TDI was not carcinogenic to rats in a two-year inhalation study. Based on the
results of the oral study, TDI was included in the NTP Annual Report on
Carcinogens.

FIRST AID PROCEDURES:

Existing medical conditions aggravated by exposure to this material:
Pulmonary disorders.

Eyes-Immediately wash eyes with running water for 15 minutes.
Get immediate medical attention.
Skin-Wash affected areas with water while removing contaminated
clothing. Get immediate medical attention. Launder
contaminated clothing before reuse.
Ingestion-If swallowed, DO NOT INDUCE VOMITING. Dilute with water
or milk and get fmmediate medical attention. Never give fluids or
induce vomiting if the victim is unconscious or having convulsions.
Inhalation-Move to fresh air. Aid in breathing, {f necessary, and get
immediate medical attenttion,

STABILITY: stable.

CONDITIONS TO AVOID: Aveid temperatures >40°C for extended periods of time.
CHEMICAL INCOMPATIBILITY: Water, basic compounds, alcohols, acids, amines.
HAZARDOUS DECOMPOSITION PRODUCTS: TDI vapors, NOx, CO and HCN.

HAZARDOUS POLYMERIZATION: May occur. Avoid contamination with moisture
CONDITIONS TO AVOID: and other products that react with isocyanates.
CORROSIVE TO METAL: No OXIDIZER: No

RESPIRATORY PROTECT!ON
HSHA approved respiratory squipment for transfer operations or ascape.
Self-contalned breathing apparatus {f the P.E.L. is exceeded, or in
confined areas or {f a leak occurs.

EYE PROTECTION: Wear fitted goggles or face shield and safety glasses.

PROTECTIVE CLOTHING Rubber gloves, coveralls, boots and rubber apron which
be cleaned after each use. Hardhat for head protsction.

VENTILATION: Usa iocal exhsust wherever vapors are generated.

OTHER:  wmaintain work ares below P.E.L. Vented vapors should be scrubbed through
carbon filters or other similarly effective medias.

fBInt arel - DAMRT D NC A




PRANATE« T80-Type 1

ENVIRONME

ENVIRONMENTAL TOXICITY DATA:
Aquatic toxicity rating: Tim 86: 10 ppm - 1 ppm.

SPILL AND LEAK PROCEDURES:

LUPRANATE* TBO {s a RCRA-regulated product. Wear protective clothing,
evacuate all not involved in the cleanup. For minor spills, absorb with
absorbent and containerize into open top drums. Decontaminate spill area with
a mixture of §0% water, 8% concentrated ammonia and 2% detergent.

HAZARDOUS SUBSTANCE SUPERFUND: Yes RQ (lbs)k 100

WASTE DISPOSAL METHOD:

Dispose of waste in a RCRA-permitted facility.
Incinerate or landfill in a RCRA-permitted facility.

HAZ&EDOUS WASTE 40CFR261: VYes HAZARDOUS WASTE NUMBER:U 223
CONTAINER DISPOSAL:

Containers should be neutralized with 1igquid decontaminant. Empty containers,
containing less than 1" of residue, may be landfilled. If containers are not
t they must be disposed as a hazardous waste fn a RCRA-licensed facility.

OPER SHIPPING NAME (49CFR172.101-102}

Toluene Difisocyanate

HAZARDOUS SUBSTANCE
(49CFR CERCLA LIST)

Yes
.| REPORTABLE QUANTITY (RQ) 400 1

D.O.T. HAZARD CLASSIFICATION (CFR172.101-102)

PRIMARY SECONDARY
Poison B ’
D.O.T. LABELS REQUIRED {49CFR172.101-102) D.0.T. PLACARDS POISON CONSTITUENT
‘ REQUIRED (CFR172.504) (fll_gICFR 172.203(K)
Poison BULK ONLY

Potison-2078

BILL OF LADING DESCRIPTION

Toluene Diisocyanate-Poison B-UN 2078 RQ 100 1bs.
=zx Placarded: POISON *=z

CC NO. 190 UN/NA CODEZ2078

DATE PREPARED: &/ 17 /7 88 UPDATED: 5/ 16 / 88

WHILE BASF CORPORATION BELIEVES THE DATA SET FORTH HEREIN ARE ACCURATE
AS OF THE DATE HEREOF, BASF CORPORATION MAKES NO WARRANTY WITH RESPECT
THERETO AND EXPRESSLY DISCLAIMS ALL LIABILITY FOR RELIANCE THERECN.
SUCH DATA ARE OFFERED SOLELY FOR YOUR CONSIDERATION, INVESTIGATION,

AND VERIFICATION.

PAGE 3 OF 4
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PRODUCT NUMBER: sgsg21

LUPRANATE* T8O-Type 1

DANGER: POISON

HARMFUL IF INHALED.

CONTACT WITH EYES AND SKIN RESULTS IN SERIOUS BURNS. INHALATION OF VAPORS
CAUSES SEVERE IRRITATION TO LUNGS. PULMONARY EDEMA MAY OCCUR. PULMONARY SENSI-
TIZATION CAN OCCUR IN SOME INDIVIDUALS, LEADING TO ASTHMA-TYPE SPASMS OF THE
BRONCHIAL TUBES AND DIFFICULTY IN BREATHING. INDIVIDUALS WITH A HISTORY OF
RESPIRATORY ILLNESS, ASTHMATIC CONDITIONS, EYE DAMAGE OR TDI SENSITIZATION
SHOULD NOT BE EXPOSED TO THIS PRODUCT.

IN AN NTP STUDY, TDI WAS CARCINOGENIC TO RODENTS GIVEN HIGH ORAL DOSES

AND IS INCLUDED IN THE NTP ANNUAL REPORT ON CARCINOGENS. TDI WAS NOT
CARCINOGENIC TO RATS IN A TWO-YEAR INHALATION STUDY.

Use with local exhaust. Wear an approved respirator or self-contained
breathing apparatus, fitted goggles or face shield and safety glasses, rubber
gloves, coveralls, boots, apron and other protective clothing as necessary to
prevent contact.

FIRST AID:
Eyes-Immediately wash eyes with running water for 15 minutes.
Get immediate medical attention.
Skin-Wash affected areas with water while removing contaminated
clothing. Get immediate medical attention. Launder
contaminated clothing before reuse.
Ingestion-If swallowed, DO NOT INDUCE VOMITING. Dilute with water
or milk and get immediate medical attention. Never give fluids or
tncduce vomiting i€ the victim {s unconscious or having convulsions.
Inhalation-Move to fresh air. Aid in breathing, {f necessary, and get
immediate medical attention.

HANDLING AND STORAGE: Keep containers closed and store in a well-ventilated
place. Outage of container should be filled with dry inert gas at atmospheric
pressure to aveid reaction with moisture. Contamination by moisture or basic
compounds .can cause dangerous pressure buildup fn closed container. Store
Store above 60 F to prevent freezing and isomer separation:. 1f solidified,

do not exceed 95 F while thawing to prevent discoloration. Mix before using.

IN CASE OF SPILLS OR LEAKS: Material is a RCRA-regulated product. Spills
should be contained, absorbed and placed in suitable containers for disposal
in a RCRA-1icensed facility. :

IN CASE OF FIRE: Use water fog, foam or C02 extinguishing media.
Firefighters should be equipped with self-contained breathing apparatus and
turnout gear for protection against TDI vapors and toxic decomposition
products.

EMPTY CONTAINERS: All labeled precautions must be observed when handling,
storing and transporting empty containers due to product residues. Do not
reuse this contafner unless it {s professionally cleaned and reconditioned.

DISPOSAL: Spilled material, unused contents and empty containers must be
disposed of in accordance with local, state and federal regulations. Refer
to our Material Safety Data Sheet for specific disposal instructions.

IN CASE OF CHEMICAL EMERGENCY: Call CHEMTREC day or night for assistance and
information concerning spilled material, fire, exposure and other chemical
accidents B800-424-8300. -

ATTENTION: This product is sold solely for use by industrial institutions.
Refer to our Technical Bulletin and Material Safety Data Sheet regarding
safety, usage, applications, hazards, procedures and disposal of this product.
Consult your supervisor for additional {nformation.

FOR INDUSTRY USE ONLY.

CAS No.: 584-84-9; 91-08-7.

Proper Shipping Name: Toluene Ditisocyanate, Poison B - UN 2078 RQ
Made in USA. a
Polymers

0438

DP10S /87 PAGE 4 OF 4




MATERIAL SAFETY DATA SHEET

DIVISION ADDRESS

. Mobay Corporation :
ABayerusine Courr MOBAY CORPORATION ISSUE DATE 3/20/89
“ PO])/UY‘ethane Divi S.ion SUPERSEDES 1/2/89
Mobay Road
Pittsburgh, PA 15205-9741
: CALL CHEMTREC MOBAY NON-TRANSPORTATION EMERGENCY NO.:
:'ngf:gﬁw&??ﬂﬂfﬁfv o?srt:cr OF COLUMBIA: 202-483-7616 (412) 923-1800

I. PRODUCT IDENTIFICATION

- PRODUCT NAME.............. : Mondur TD-80 (A11 Grades)
PRODUCT CODE NUMBER.......: E-002
CHEMICAL FAMILY......... .. Aromatic Isocyanate
CHEMICAL NAME............ .t Toluene Diisocyanate (TDI) -
SYNONYMS.............. ....: Benzene, 1,3-diisocyanato methyl- o
CAS NUMBER................: 26471-62-5 N
T.S.C.A. STATUS........... : Th1s product is listed on the TSCA Inventory
OSHA HAZARD COMMUNICATION
STATUS...coviirnninnnnnss . Thls product is hazardous under the cr1ter1a of
the Federal OSHA Hazard Communication Standard 29 CFR 1910.1200.
CHEMICAL FORMULA.......... : C H5N202

II.. HAZARDOUS INGREDIENTS

COMPONENTS : %:  OSHA-PEL ACGIH-TLV
2,4-Toluene Diisocyanate* 80 0.02 ppm STEL 0.005 ppm'TWA
(TDI) CAS# 584-84-9 0.005 ppm 8HR TWA  0.02 ppm STEL
2,6-Toluene D%isocyanate* 20 Not Established  Not Established

(TDI) CAS# 91-08-7
*For Section 302 and 313 SARA information refer to Page 6, Section IX, SARA.
III. PHYSICAL DATA

APPEARANCE................: Liquid

COLOR. ... coiemiennnn..... : Water white to pale yellow

ODOR........... ettt : Sharp, pungent

ODOR THRESHOLD............: Greater than TLV of 0.005 ppm

MOLECULAR WEIGHT.......... : 174

MELT POINT/FREEZE POINT...: Approx. 5505 (13° C& for TDI

BOILING POINT.............: Approx. 484°F (251°C) f8r TDI

VAPOR PRESSURE............: Approx. 0.025 mmHg @ 77°F (25° C) for TDI

VAPOR DENSITY (AIR=1)..... : 6.0 for TDI

PHe oL, : Not Appl]sab]e

SPECIFIC GRAVITY..........: 1.22 @ 77%F (25° C)

BULK DENSITY..............: 10.18 1bs/gal

SOLUBILITY IN WATER....... : Not Soluble. Reacts slowly with water at normal
room temperature to liberate CO2 gas.

% VOLATILE BY VOLUME...... : Negligible

Product Code: E-002
Page 1 of 8
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IV. FIRE & EXPLOSION DATA

FLASH POINT F(%C)........: 260%F (127°C) Pensky-Martens Closed Cup
FLAMMABLE LIMITS - ' . '
- : 0.9%
Uel. oo, : 9.5%
EXTINGUISHING MEDIA....... : Dry chemical (e.g. monoammonium phosphate,

potassium sulfate, and potassium chloride), carbon dioxide, high expansion
(proteinic) chemical foam, water spray for large fires. Caution: Reaction
between water or foam and hot TDI can be vigorous. T e
SPECIAL FIRE FIGHTING PROCEDURES/UNUSUAL FIRE OR EXPLOSION HAZARDS :

Full emergency equipment with self-contained breathing apparatus and full-
protective clothing (such as rubber gloves, boots, bands around legs, arms and
waist) should be worn by fire fighters. No skin surface should be exposed.
During a fire, TDI vapors and other irritating, highly toxic gases may o
generated by thermal decomposation of combustion. (See Section VIII). At
temperatures greater than 350°F (177 C) TDI forms carbodiimides with the
release of CO, which can cause pressure build-up in closed containers.
Explosive rup%ure is possible. Therefore, use cold water to cool fire-exposed
containers. : - - R

V. HUMAN HEALTH DATA

PRIMARY ROUTE(S) OF

ENTRY...................: Inhalation. Skin contact from liquid, vapors or
aerosols.
EFFECTS AND SYMPTOMS OF OVEREXPOSURE
INHALATION

Acute Exposure. TDI vapors or mist at concentrations above the TLV can
irritate (burning sensation) the mucous membranes in the respiratory tract
(nose, throat, Tungs) causing runny nose, sore throat, coughing, chest -
discomfort, shortness of breath and reduced Tung function (breathing
obstruction). Persons with a preexisting, nonspecific bronchial
hyperreactivity can respond to concentrations below the TLV with similar
symptoms as well as asthma attack. Exposure well above the TLV may lead to
bronchitis, bronchial spasm and pulmonary edema (fluid in lungs). These
effects are usually reversible. Chemical or hypersensitive pneumonitis, with
flu-like symptoms (e.g., fever, chills), has also been reported. These
symptoms can be delayed up to several hours after exposure.

Chronic Exposure. As a result of previous repeated overexposures or a
single large dose, certain individuals may develop isocyanate sensitization
(chemical asthma) which will cause them to react to a later exposure to
isocyanate at levels well below the TLV. These symptoms, which can include
chest tightness, wheezing, cough, shortness of breath or asthmatic attack,
could be immediate or delayed up to several hours after exposure. Similar to
many non-specific asthmatic responses, there are reports that once sensitized
an individual can experience these symptoms upon exposure to dust, cold air or
other irritants. This increased lung sensitivity can persist for weeks and in
severe cases for several years. Chronic overexposure to isocyanate has also
been reported to cause lung damage (including decrease in Tung function) which
may be permanent. Sensitization can either be temporary or permanent.
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V. HUMAN HEALTH DATA (Continued)

SKIN CONTACT :

Acute Exposure. Isocyanates react with skin protein and moisture and can
cause irritation which may include the following symptoms: reddening, :
swelling, rash, scaling or blistering. Cured material is difficult to remove.

Chronic Exposure. Prolonged contact can cause reddening, swelling, rash,
scaling, blistering, and, in some cases, skin sensitization. Individuals who

" have developed a skin sensitization can develop these symptoms as a result of

contact with very small “amounts of liquid material or as a result of exposure
to vapor. A ' o
EYE CONTACT o = '
Acute Exposure. Liquid, aerosols or vapors are severely irritating and
can cause pain, tearing, reddening and swelling. If left untreated, corneal
damage can occur and ‘injury is slow to heal. However, damage is usually:
reversible. See Section VI for treatment. :

Chronic Exposure.
INGESTION

Acute_Exposure. Can result in irritation and corrosive action in the
mouth, stomach tissue and digestive tract. Symptoms can include sore throat,
abdominal pain, nausea, vomiting and diarrhea. C S

Chronic Exposure. 'None Found

MEDICAL CONDITIONS - ; e ‘
AGGRAVATED BY EXPOSURE..: Asthma, other respiratory disorders (bronchitis,
emphysema, bronchial hyperreactivity), skin allergies, eczema. B

Prolonged vapor contact may cause conjunctivitis.’

CARCINOGENICITY...........: No carcinogenic activity was observed in lifetime

inhalation studies in rats and mice (International Isocyanate Institute).
NTP..........c.......t The National Toxicology Program reported that TDI

caused an increase in the number of tumors in exposed rats over those counted

.in non-exposed rats. The TDI was administered in corn-oil and introduced into

the stomach through a tube. Based on this study, the NTP has listed TDI as a
substance that may reasonably be anticipated to be a carcinogen in its Fourth

Annual Report on Carcinogens.

IARC.................2 IARC has announced that it will 1ist TDI as a
substance for which there is sufficient evidence for its carcinogenicity in
experimental animals but inadequate evidence for the carcinogenicity of TDI to

humans (IARC Monograph 39).

OSHA. ... .. .. ...t Not 1isted._
EXPOSURE LIMITS
OSHA PEL................ : 0.02 ppm STEL/0.005 ppm 8HR TWA for 2,4’-TDI
ACGIH TLV................ : 0.005 ppm TWA/0.02 ppm STEL

VI. EMERGENCY & FIRST AID PROCEDURES

EYE CONTACT.......o....... : Flush with copious amounts of water, preferably
lukewarm for at Teast 15 minutes holding eyelids open all the time. Refer
individual to physician or an ophthalmologist for immediate follow-up.
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VI. EMERGENCY & FIRST AID PROCEDURE (Continued)

"SKIN CONTACT....ccvcenennn . Remove contaminated clothing immediately. Wash
“affected areas thoroughly with soap and water for at least 15 minutes.
Tincture of green soap and water is also effective in removing isocyanates.
Wash contaminated clothing thoroughly before reuse. For severe exposures,. get
_under safety. shower after removing clothing, then get medical attention. For
lesser exposures, seek medical attention if irritation develops or persists
after the area is washed. . - : -
INHALATION............ w...: Move to an area free from risk of further .
exposure. Administer oxygen or artificial respiration as needed. Obtain -

ﬂili medical attention. Asthmatic-type symptoms may develop and may be immediate
- or delayed up to several hours. Consult physician. B

INGESTION. .. ..c.covvececnnn + Do not induce vomiting. Give 1 to 2 cups of milk
or water to drink. DO NOT GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON.

- Consult physician.

NOTE TO PHYSICIAN......... : [Eyes. Stain for evidence of corneal injury. If
cornea is burned, instill antibiotic steroid preparation frequently. . ,
Workplace vapors have produced reversible corneal epithelial edema .impairing
vision. Skin. This compound is a known skin sensitizer.’ Treat . o
symptomatically as for contact dermatitis or thermal burns. Ingestion. . Treat
symptomatically. There is no specific antidote. Inducing vomiting is
contraindicated because of the irritating nature of this compound.

- Respiratory. This compound is a known pulmonary sensitizer. Treatment is .
* essentially symptomatic. An individual having a skin or pulmonary

sensitization reaction to this material should be removed from exposure to any
isocyanate. '

VII. EMPLOYEE PROTECTION RECOMMENDATIONS

EYE PROTECTION............: Liquid chemical goggles or full-face shield.
Contact lenses should not be worn. If vapor exposure is causing irritation,
use a full-face, air-supplied respirator.

SKIN PROTECTION........... . Chemical resistant gloves (butyl rubber, nitrile
rubber, polyvinyl alcohol). However, please note that PVA degrades in water.
Cover as much of the exposed skin area as possible with appropriate clothing.
If skin creams are used, keep the area covered only by the cream to a minimum.
RESPIRATORY PROTECTION....: An approved positive pressure air-supplied ‘
respirator is required whenever TDI concentrations are not known or exceed the
Short-Term Exposure or Ceiling Limit of 0.02 ppm or exceed the 8-hour Time
Weighted Average TLV of 0.005 ppm. An approved air-supplied respirator with
full facepiece must also be worn during spray application, even if exhaust
ventilation is used. For emergency and other conditions where the exposure
limits may be greatly exceeded, use an approved, positive pressure
self-contained breathing apparatus. TDI has poor warning properties since the
odor at which TDI can be smelled is substantially higher than 0.02 ppm.
Observe OSHA regulations for respirator use (29 CFR 1910.134).
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VII. EMPLOYEE PROTECTION RECOMMENDATIONS (Continued)

VENTILATION..... eeeeseienae : Local exhaust should be used to maintain levels
below the TLV wheneveg TDI is handled, processed, or spray-applied. At normal
room temperatures: (70 F)-TDI levels quickly exceed the TLV unless properly
ventilated. Standard reference sources regarding industrial. ventilation -
(e.g., ACGIH Industr1a1 Vent11at1on) shou]d be consulted for gu1dance about
adequate ventilation.:

MONITORING....covevnuvaeanat TDI exposure 1eve1s must be mon1tored,by~accepted

monitoring techniques to ensure that the TLV is not exceeded. (Contact Mobay
for guidance). - See Volume 1 (Chapter 17) and Volume 3 (Chapter 3) in:Patty’s
Industrial Hygiene -and" Toxicology for samp11ng strategy o

MEDICAL -SURVEILLANCE......: Medical superv1s1on of all emp]oyees who handle
or come in contactswith TDI is recommended. These should include
preemployment and periodic medical examinations with respiratory function

tests (FEV ‘FVC-as+a-minimum). Persons with-asthmatic-type conditions,
‘chronic bronchitis;cother chronic respiratory diseases or-recurrent skin. -

eczema: or sens1t1zat1on should be excluded. from working with TDI. .Once a’
person is- d1agnosed as: sens1tlzed to.TDI, no further exposure can be =
permitted. CELE A

”OTHER...::;:.;;;;;;ﬁ..ssu.. Safety showers and eyewash stat1ons shou]d be

available. . Educate and tra1n emp]oyees in safe use: of product Fo]low all
1abe1 1nstruct1ons S S , > S SN

VIII. REACTIVITY DATA

STABILITY..;....s.........: Sfable under normal conditions.

POLYMERIZATION. .... eeeaea.2 May occur if in contact with moisture or other
materials which reactow1th 180cyanates Self-reaction may occur at .

temperatures over 350°F (177°C) or at Tower temperatures if sufficient time is
involved. See Section IV.
INCOMPATIBILITY

(MATERIALS TO AVOID)....: Water, amines, strong bases, alcohols. Will
cause some corrosion to copper alloys and aluminum. Reacts with water to form
heat, €0, and insoluble ureas.
HAZARDOU% DECOMPOSITION _

PRODUCTS................: By high heat and fire: carbon monoxide, oxides
of nitrogen, traces of HCN, TDI vapors and mist. '

IX. SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: Evacuate and
ventilate spill area; dike spill to prevent entry into water system; wear full
protective equipment, including respiratory equipment during clean-up. (See
Section VII).

Major Spill: Call Mobay at 412/923-1800. If transportation spill, call
CHEMTREC 800/424-9300. If temporary control of isocyanate vapor is required,
a blanket of protein foam (available at most fire departments) may be placed
over the spill. Large quantities may be pumped into c1osed but not sealed,
container for disposal.
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IX. SPILL OR LEAK PROCEDURES (Continued)

Minor Spill: Absorb isocyanate with sawdust or other absorbent, shovel into

“suitable unsealed containers, transport to well-ventilated area (outside) and.
treat with neutralizing solution: mixture of water (80%) with non-ionic. .-
surfactant Tergitol TMN-10 (20%), or; water (90%), concentrated ammonia :(3-8%)
‘and detergent (2%). Add about 10 parts or neutralizer per part of isocyanate,
with mixing. Allow to stand uncovered for 48 hours to let CO, escape. .. -
Clean-up: Decontaminate floor with decontamination so]ution,?etting'stgndqfqr
at least 15 minutes. - L aTE e
CERCLA (SUPERFUND) REPORTABLE QUANTITY: 100 pounds for TOI . =~ ..o

WASTE DISPOSAL METHOD.....: Follow all federal, state or Tocal regulations.

TDI must be disposed of in a permitted incinerator or 1andfill. . Incineration

is the preferred method for liquids. Solids are usually incinerated-or - - .
landfilled. Empty containers must be handled with care due to product - -

residue. Decontaminate containers prior to disposal. Empty decontaminated
containers should be crushed to prevent reuse. DO NOT HEAT OR CUT EMPTY - .-

CONTAINER WITH ELECTRIC OR GAS TORCH. (See Sections IV and VIII). “Vapors .and

gases may be highly toxic. : oy BN
‘RCRA STATUS.....cevenuoenn : TDI is listed as a hazardous waste (No.-U-223)::
under Title 40 Code of Federal Regulations, Section 261.33 (f). The residue
from decontaminating a TDI spill:is also classified as a hazardous wast
Section 261.3 (c)(2) or RCRA. ' - T 3
SUPERFUND AMENDMENTS AND REAUTHORIZATION ACT (SARA), TITLE III: T T
‘Section 302 - Extremely Hazardous Substances: 2,4-Toluene Diisocyanate (TDI)
- CAS# 584-84-9 = 80% '

2,6-Toluene Diisocyanate (TDI)

CAS# 91-08-7 = 20% L
Section 313 - Toxic Chemicals: 2,4-Toluene Diisocyanate (TDI) :
' ’ CAS# 584-84-9 = 80%
2,6-Toluene Diisocyanate (TDI)
CAS# 91-08-7 = 20%

o £
Lide ¥

X. SPECIAL PRECAUTIONS & STORAGE DATA

STORAGE TEMPERATURE o o o o

(MIN./MAX.)eivnaannnens : JO0°F (217C)/90°F (327°C)

AVERAGE SHELF LIFE........ : 12 months
SPECIAL SENSITIVITY , )

(HgAT, LIGHT, MOISTURE).: If container is exposed to high heat, 375°F
(177°C) it can be pressurized and possibly rupture. TOI reacts slowly with
water to form polyureas and liberates CO, gas. This gas can cause sealed
containers to expand and possibly rupturg.

PRECAUTIONS TO BE TAKEN

IN HANDLING AND STORING.: Store in tightly closed containers to prevent
moisture contamination. Do not reseal if contamination is suspected. Prevent
all contact. Do not breathe the vapors. Warning properties (irritation of
the eyes, nose and throat or odor) are not adequate to prevent chronic
overexposure from inhalation. This material can produce asthmatic
sensitization upon either single inhalation exposure to a relatively high
concentration or upon repeated inhalation exposures to lower concentrations.
Exposure to vapors of heated TDI can be extremely dangerous. Employee
education and training in safe handling of this product are required under the
OSHA Hazard Communication Standard.
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XI. SHIPPING DATA

D.0.T. SHIPPING NAME......: Toluene Diisocyanate

TECHNICAL SHIPPING NAME...: Toluene Diisocyanate (TDI)

D.0.T. HAZARD CLASS.......: Poison B

UN/NA NO.....oovvnnennnnn. : UN 2078

PRODUCT RQ.......c.ccue...2 100 pounds

D.0.T. LABELS.............: Poison

D.0.T. PLACARDS.......... .2 Poison

FRT. CLASS BULK.......... .2 Toluene Diisocyanate

FRT. CLASS PKG........ e...t Chemicals, NOI (Toluene D11socyanate) NMFC 60000
PRODUCT LABEL.............: Mondur TD-80 Product Label

XII. ANIMAL TOXICITY DATA

ACUTE TOXICITY ;
ORAL, LD50.............. : Range of 4130-6170 mg/kg (Rats and Mice)
DERMAL LD50..... eesee.o: Greater than 10,000 mg/kg (Rabbits)
INHALATION LC50.(4 hr).: Range of 16-50 ppm (Rat), 10 ppm (Mouse),
11 ppm (Rabbit), 13 ppm (Guinea Pig).

EYE EFFECTS.............: Severe eye irritant capable of inducing cornea1
opacity.
SKIN EFFECTS............ : Moderate skin irritant. Primary derma]

irritation score: 4.12/8.0 (Draize). However, repeated or prolonged
contact may culminate in severe skin irritation and/or corrosion.
SENSITIZATION...........: Skin sensitizer in guinea pigs. One study
using guinea pigs reported that repeated skin contact with TDI caused
respiratory sensitization. Although poorly defined in experimental animal
models, TDI is known to be a pulmonary sensitizer in humans. In addition,
there is some evidence that cross-sensitization between different types of
diisocyanates may occur.

SUB-CHRONIC/CHRONIC TOXICITY: Sub-chronic and chronic animal studies show

that the primary effects of inhaling vapors and/or aerosols of TDI are

restricted to the pulmonary systems. Emphysema, pulmonary edema, pneumonitis
and rhinitis are common pathologic effects. Extended exposures to as low as

0.1 ppm TDI have induces pulmonary inflammation.

OTHER
CARCINOGENICITY.........: The NTP conducted carcinogenesis studies of a
commercial grade TDI using rats and mice in which the test material was
diluted in corn 0il and administered by gavage. The investigators concluded
that TDI was carcinogenic in male and female rats (fibrosarcomas, pancreatic
adenomas, neoplastic liver nodules and mammary gland fibrosarcomas) and
female mice (hemangiosarcomas and hepatocellular adenomas). However,

- chronic inhalation studies in which rats and mice were exposed to 0.05 and
0.15 ppm TDI (10-30 times recommended TLV, 8-hr level) induced no
treatment-related tumorigenic effects. In these studies, both exposure
levels produced extensive irritation to the nasal passages and upper

respiratory system of the test animals 1nd1cat1ng that suitable effective
exposures were administered.
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XII. ANIMAL TOXICITY DATA (Continued)

MUTAGENICITY............: TDI is positive in the Ames assay with (Z
activation. However, mammalian cell transformation assays using human 1ung
cells and Syrian hamster kidney cells were negative, as were m1cronuc1eus
tests using rats and mice.
TERATOGENICITY.......... : Rats were exposed to an 80:20 mixture of 2,4-
and 2,6- toluene diisocyanate vapor at analytical concentrations of 0.021,
0.12 and 0.48 ppm. Minimal fetotoxicity was observed at a maternally toxic
concentrations of 0.48 ppm. The NOEL for maternal and developmental
toxicity was 0.12 ppm. No embryotox1c1ty or teratogenicity was observed.
AQUATIC TOXICITY..........: RR - 96 hr (static): 165 mg/liter (Fathead
m1 ow
- 96 hr (static): Greater than 508 mg/liter
?gss shrimp)
LCcn - 24 hr (static): Greater than 500 mg/liter
(Dgghnia magna) '

XIII. APPROVALS

REASON FOR ISSUE.......... : Revising TLV in Sections II and V
PREPARED BY......c.caiu... : G. L. Copeland
APPROVED BY...............z J. H. Chapman
TITLE.....cevvveeeeeaea..s Manager, Product Safety - Polyurethane & Coat1ngs
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